° 


H'TING 


ile No. 31f 





» 
i 


A: 1. 


Li 











tT 


LICH TINE-INCE. 












Va JL 


RV IEYI/A MT CLARY L/h 








OKO UL Ly 


LE ON FV IV 


























DAY-BRITE FIXTURES 


_R. BEERS F ASBURG: F 
| 


TT ry Rm WN Uok 10 7 Pa TT " TT 
ihe ORES CENT 
FOR | alll TT U Dantl alle TL eo Vantin ulbn (Al 


Fluorescent lamps are revolutionary new light sources. They are tubular in shape 
and coated on the inside with special Fluorescent powders which glow when stimu- 
lated by short-wave ultra-violet light. They have no filament. One lamp gives a 
daylight color which is almost a perfect match for north sky light. Other colors are: 
White, Blue, Green, Gold, Pink and Red. 


CONSTRUCTION 


Fluorescent lamps are available in two diameters and four lengths. There is a 1!/” 
diameter lamp of low surface brightness for exposed use, and a 1” diameter lamp 
of high brightness for confined spaces and concealed use. The 18” lamp is available 
in both the 1” and 11/.” diameter size, the 24” lamp in the 1!/,” diameter size, the 
36” lamp in the 1” diameter size and the 48” lamp in the 1!/,” diameter size. 


A sturdy 2-pin base is at each end of all lamps. Sockets are strong and thin, allow- 
ing lamps to be mounted end to end, in lines or pairs. 


These lamps are designed to operate on standard alternating current low-voltage 
circuits and require a small ballast and lamp starter to supply low voltage to the 
lamp itself. These ballasts are mounted in the fixture housing in practically all 
instances. The lamp starters are mounted in special receptacles adjacent to one 
of the lamp sockets and are easily removable for replacement. 


ADVANTAGES 


Style. The size and shape of Fluorescent lamps allow freedom of application for 
creative lighting. They may be used exposed or concealed in troughs, counters, 
niches, and backgrounds. In fact there is practically no limit to their application. 


Brightness. The low surface brightness of the 1!/,” lamp allows its use, fully 
exposed, for direct lighting to high levels of illumination when properly designed 
fixtures are used in correctly engineered recommendations. The higher brightness 
of the 1” lamp makes it an effective tool for attraction lighting. 


Coolness. Only 50% of the radiated heat of incandescent lamps. No concentration 
of heat in one spot. Ideal for air conditioned interiors and for display lighting of 
perishable foods and merchandise. 


Color. White is cooler and softer in appearance than regular incandescent lamps. 
Daylight color is effective in many color-matching and inspection operations. It shows 
merchandise in its true outdoor appearance. Other colors have various applications 
for display work and have a glowing quality obtainable only with Fluorescence. 


Efficiency. Fluorescent lamps are among the most efficient lamps ever developed. 
Lumen values are high and are well maintained throughout the useful life of the 
lamp. While high in output they have nevertheless a low surface brightness and 
may often be used, fully exposed, in decorative forms without excessive glare. 


CONTROL EQUIPMENT 


All Day-Brite fixtures are designed to accommodate new type lamp starters and 
ballasts as manufactured and distributed by leading sources of supply for such 
material. All fixtures using Tulamp ballasts for 30- and 40-watt lamps include 
starting compensators. 


All fixtures furnished wired with lamp starters and ballasts are tested by us before 
shipment. However, inasmuch as the lamp starters and ballasts are not manu- 
factured by us we cannot be responsible for defects. This material carries a definite 
guarantee by its manufacturer. In case of defects we suggest contacting the local 
agent of the manufacturer. 


Note. All latest type control equipment, consisting of lamp starters and ballasts for 
Fluorescent lamps, is made to operate on Alternating Current only. 


_ Lamps Are Not Included With Any Fixtures _ 


COPYRIGHT 1941 BY DAY-BRITE LIGHTING, Inc., PRINTED IN U.S.A. 
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Fluorescent 
Lamps are 
Available in 
Various Sizes 
As Illustrated 
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Schedule S Discounts 


WALLCASE FIXTURES 


FOR DISPLAY LIGHTING For 18, 24, 36. and 48° Fluorescent Lamps 


\o"K.0. EACH END 


¥~e"DIA. K.O. FOR SWITCH 


7M (©) i on 4 © Be @) ot on I A od PORCELAIN ENAMEL REFLECTOR 





TYPICAL WALL CASE INSTALLATIONS 


Available as Units and in Continuous Lengths 


For wallcases, island display cases, wall niches, small display windows, 
etc. These fixtures are constructed of steel and finished in aluminum 
lacquer. Other lacquer finishes are available on special order. 


Porcelain Enamel reflectors are used in all fixtures assuring maxi- 
mum diffuse reflection and true color rendition. Merchandise displayed 
under this type of lighting is brought out to its best advantage. 


ANGLE CUT-OFF TYPE 






LLL 
YZ) : 
54} 


Catalog | Fea. Weight Each | 
No. Lamp Size For Each Lamp Length 











Addl. Lamp & 
412 18”-15w-110v /4 18” 51/, lbs. OY —— 
413 24”-20w-110v /'4 24” 61/, lbs. 
414A 36’-30w-220v /4, 36” 10 lbs. 


414B 36”-30w-110v /4 36" 11 lbs. 
415A | 48’-40w-220v /4 48” 13 lbs. Nos. 412, 413, 414A, 
415B 48”—40w-110v 48” 15 lbs. 414B, 415A, 415B 

















ENGTH 
Catalog NS Weight Each 
No. 


Lamp Size For Each Lamp Length 
Addl. Lamp 


422 18”-15w-110v /4 18” 6 lbs. 
423 24”-20w-110v /'4 24” 7 lbs. 
424A 36”-30w-220v /4 SO 11 lbs. 
424B 36”-30w-110v /4 S64 12 lbs. 
425A 48”—40w-220v 4 48” 14 lbs. Nos. 422, 423, 424A, 
425B 48”-40w-1 10v 48” 15 lbs. 424B, 425A, 425B 

















When Ordering — Give overall length of fixture to be furnished and number and size 
of lamps. 

Wiring — All fixtures are furnished wired, including lamp starters and ballasts. 
24” wire lead is provided at each end. 


For Electrical Connection and Switch — Both units and continuous fixtures have !/2" 
knockouts at each end for electrical connection. A 3/g” diameter knockout is located in 
reflector for installation of toggle or levolier switch. 





Standard Package — One complete fixture, any style or size. 


Efficient ... and Easy to Install 





The Higbee Company, Cleveland, Ohio 
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ONE-LIGHT SHOWCASE FIXTURES 


For 18 and 36’, T-8 Fluorescent Lamps 


FITTINGS AT EACH END FOR |" TUBING 
OR 5/46"FLEXIBLE CONDUIT 


—~- ———_ 
LAMP STARTER 


Unwired Units with Built-In Lamp Starters, But No 
Provisions for Mounting Ballasts in Fixtures 


Single unwired units designed for showcases, display cases and 
small wallcase lighting. For one lamp 18” and 36”, T-8 only. 

Fixture body has junction box and straight connector at each end. 
Lamp starters, sockets, hanging clips and screws for installa- 
tion are included. Indicate type hanging clips required when 
ordering. See illustration. The connectors at each end will accom- 
modate 14” tubing or %%” steel flexible conduit. 

Note — Indicate finish when ordering. Chromium finish avail- 
able; extra. 


Cat. Meade FOR LAMPS 
No. of No.| Size 


140 | Steel 18’-15w Stat. Bronze or Satin Nick. Plt. 
141 | Brass 18’-15w Stat. Bronze or Satin Nick. Plt. 
142 | Steel 18’-15w Stat. Bronze or Alum. Lacquer 


143 | Steel 36’-30w Stat. Bronze or Satin Nick. Plt. 
144 | Brass 36’-30w Stat. Bronze or Satin Nick. Plt. 
145 | Steel 36”-30w Stat. Bronze or Alum. Lacquer 


*This does not include connectors at ends. Connectors, !/” each. 


Standard Finish 





























FITTINGS 


Tubing, fittings and 
parts to be used with one- 
light showcase units are 
illustrated here. 





No. 11 No. 12B No. 13 No. 14B No. 17 No. 19A 


Illustrating hanging clips 
furnished with one-light 
showcase fixtures. Spec- 
ify type when ordering. 
Unless specified Type C 
will be furnished. 


COLOR-MATCHING FIXTURES 


Over-Showcase Units For 18 Fluorescent Lamps 


Color-matching fixtures for use over showcases where merchandise 
requires high intensity, daylight quality illumination as an added 
sales help. Daylight color lamps should be used in these fixtures. 
The lamp starters and ballasts are located in the cast base which 
is of sufficient weight to prevent fixture from tipping. 

Furnished completely wired with ballasts, lamp starters, switch 
and 9-foot cord and plug. Lamps are not included. 














Type G 





Type F 


Std. | Weight 
Pkg. | Each 


20 lbs. 
Pally 22 lbs. 


Cat. FOR LAMPS DIMENSIONS 


No. |No Size Overall Height| Length of Reflector 


915 18”-15w-110v 18” 


Finishes — Two finishes are available; dark brown baked wrinkle base and body 
with reeded tubing in two shades of bronze; and light gray wrinkle base and body 
with reeded tubing in oxidized nickel. Specify brown or gray when ordering. 





914 | 1 | 18”-15w-110v 18” | 21" 
2 


Schedule §$ Discounts 


For Showcases and 
Small Wallcases 


I3/i6” 


ag 


i 


PORCELAIN ENAMEL REFLECTOR Me 5/16” 


SINGLE UNIT IN 
SMALL DISPLAY CASE 


FIXTURE 
= NO140 
NO.14B 


——NO.17 





NO.128 
ASSEMBLY  <| ; 

OF SINGLE UNITS- NO.I9A 
IN DISPLAY CASE ~ cia 


< 
NO.1451-———— = 
SEE PAGE 5 i 


Typical Showcase Installations 


atte NO. i3 FLEXIBLE CONDUIT LEAD 
Ta _\, TO BALLAST BOX 
it 4S > oa 









For Small Displays, Wall Niches, etc. 





No. y»,4—One-Light No. 915—Two-Light 


Dag Brite 
Lighting. Inc. 
ST. LOUIS, MISSOURI 
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Schedule O Discounts 


CONTINUOUS SHOWCASE FIXTURES 
SHOWCASE LIGHTING For 18” and 36. T-8 Fluorescent Lamps 


LAMP STARTER 


ELBOW FOR DOWN TUBING CONNECTIONS 
PORCELAIN ENAMEL REFLECTOR j 





No. 1400 With Built-In Lamp Starters 
BALLASTS TO BE LOCATED IN BASE OF CASE ~ 


Small, efficient showcase fixtures for Fluorescent lamps. These low watt- 
age lamps are especially desirable for use where excessive heat would 
be detrimental to products displayed and in air-conditioned interiors 
where heat is an important factor. 


For close spacing of lamps to provide for maximum number in a given 
length of trough, it is necessary to mount the ballast at some convenient 
location in base of case. Special bal]last and switch boxes complete with 
ballasts and toggle switch control can be furnished for this purpose. 
i ee They are listed in detail on page 5. These fixtures are furnished wired 


The Higbee Company, Cleveland, Ohio with sufficient lead to reach ballasts. 


Down Tubing — Complete set of fittings and parts for electrical connections from end 
of fixture to ballast and switch box in base of case can be furnished. See listing on page 5. 





Finishes — Any Standard Color Lacquer on steel. Statuary Bronze or Satin Nickel 
plated finish on steel or brass. Other plated finishes available. 





Mounting — Fixtures are mounted with any of the hanging clips shown on page 5, 
specify type when ordering. 
Compact in Design 
& 


Efficient Porcelain 
Enamel Reflector 












Day-Brite showcase fixtures have 
been engineered to produce the 
maximum amount of light in the 
smallest practical cross section 
size. Lamps are concealed from 
view of customer and also from 
clerk standing in back of case. 
Body of fixture has been designed 
for beauty and appearance and 
for rigid construction. Body metal 
thickness, 18 B&S gauge. 


| 3/16” 


CATALOG No. 1400 




















Porcelain Enamel Reflecting aca Sent eae For Number Lamps Weight 
Surface has been selected for and Elbow 19° | 36" ae 
this showcase fixture because of 243/4” 1 a 5 lbs. 
its high and permanent efficiency 42%/," + 1 8 lbs. 
en, a Say, and diffuse reflecting qualities. 6S, l ! 16 lbs. 
Ep SB Also because this surface will 1a Pe wn : oe ee 
hit. Mae OF 2 Pte reflect the true color qualities of 1201/," Ps 3 . 








Rhodes Department Store. 





Fluorescent lamps. This is particu- 
larly desirable in the display of NOTE—Schedule shows minimum length of fixtures for a given 
A b tah Hodg! K d 
Tacoma, Washington merchandise for true color values. cechared sa; Ot, 6xacheveliahlats pnceticntia oheheeenos * 
WHEN ORDERING 
® i} 
(1) Give exact inside measurements of back of showcase to specify end to 
case—length, width and height. have fittings. 
ee . : rhe : 
Da Brite (2) Indicate number of lamps and size. (5) If end fittings and tubing are to be 
(3) State finish. furnished, specify type — see page 5. 
Lighting. Inc. (6) Specify type hangers — see page 5. 


(4) Specify at which end of fixture elbow nless specified, Type C will be fur- 
for down tubing is to be located. Face nished. 


ST. LOUIS, MISSOURI 
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FITTINGS AND PARTS 
FOR CONTINUOUS SHOWCASE FIXTURES 


Q 
| 
e DOWN TUBING 
For Electrical Connections to Ballasts and Switch Boxes 





Style FY Down Tubing— 
Consists of all tubing and fit- 
tings for electrical connec- 
tions through bottom of case 
at front corner. Ballasts and 
switch boxes not included. 











STYLE FY ‘ 
DOWN TUBING Lay 


















i | fea 
STYLE FZ 
Va DOWN TUBING 
| + FLUSH TYPE | 
[fie ade Style FZ Down Tubing— Le pe ie 
SWITCH BOX | Consists of all tubing and fit- SWITCH, BOX 








\ MOUNTING | 2} 


a tings for electrical connec- Pe 
4 tion through bottom of case = 


at back corner. Ballasts and fe 


SA! a switch boxes not included. AS >i 
| ie = 


BALLAST BOXES FOR CONCEALED MOUNTING 


These Ballast Boxes are mounted con- Knockouts are provided for electrical 
cealed in base of case and accom- connections. Ballasts are not included. 
modate ballasts as listed in schedule. Standard Package — One 



































Accommodates Number of Each 

No. Ballasts for Lamps of Box ibe 
1440s )0l ——) Geen yaicn aetna 120 3 
LES Vall —— S60 eaten ctapeierses stein 18” 5 
1442 | 1—18” and 1—36” or 2— 36”. | 32” 8 
1—18” and 2—36” or 3—36’. 1 





To be mounted flush in base of case. Complete 
with ballasts and toggle switch control, but 
NOT wired. Knockouts are provided in box for 
electrical connections. For 110 volt A.C.operation. 





No. 1446 


Z Approx. 
Includes Ballasts coer - Weight 


For Lamps i Depth Each 
1—18""—15w | 6" 34 8 lbs. 
1—36"’—30w | 6" ee 10 lbs. 
1—18"—15w and 1—36”— oye Vy 11 lbs. 
2—36"—30w | 6" yy 15 lbs. 
2—36'’—30w and 1—18’’—15w Go 4 16 lbs. 
330 =30w os ‘ 


“Note—If furnished with High P-F ballast, 1714’ box will be provided. 
NEW TYPE SOCKETS AND LAMP STARTERS 


New Type Sockets with lamp starter block attached 
are furnished with these fixtures. Lamp starters are 
easily accessible for replacement and lamps are 
easily installed or removed with special fea- 
ture provided in socket. 


MITERED AND CURVED SECTIONS 


When ordering mitered sections send full size tem- 
plate or accurate detail of miter. Minimum length 
of sections to accommodate one 18” lamp and lamp 
starter is 21!/) 

































LAMP STARTERS, (a 
_ SOCKETS, 





Curved Sections — Curved fixtures for Fluorescent 
lamps are not available. If curved sections are to 
be furnished in conjunction with Fluorescent lamp 
installations, we suggest using same design fixture 
as illustrated above, except for T-6!/, Tabular lamp. 
These lamps can be secured in Daylight color. 








Schedule O Discounts 
Arranged For Easy 
Installation 
e 


HANGING CLIPS 


Illustrating hanging clips fur- 
nished with continuous show- 
case fixtures. Specify type 
when ordering. 





Correct design assures trouble- 
free performance. 


Easily installed and easily 
maintained, Correctly designed 
to shield the eyes of both the 
clerk and the customer from 
any glare. 





Daq Brite 

Lighting. Inc. 

ST. LOUIS, MISSOURI 
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dule S Discounts 


COMPLETE WIRED SHOWCASE ASSEMBLIES 
TO FIT ANY STANDARD SHOWCASE UP TO 10 FEET 


For 18° and 36° T-8 Fluorescent Lamps 


These assemblies are furnished complete with tubing, 
tubing straps, elbows, straight connectors, flexible 
conduit, box connectors, ballast boxes and hanging 
clips. Specify type hanger clips required when 
ordering. See page 7. Unless specified, Type C 
will be furnished. 


in 36” lengths to run down front corner to floor of 
case. It can be cut on the job to fit exact inside 
measurements of the showcase. 


Ballast boxes are to be located in base of case. 
Lamp starters are located in the fixture body, and 


fixtures are wired but ballasts are not included. 


The tubing is furnished in sufficient lengths for 
maximum case length to run across top of case and 


Standard Package — One complete assembly. 


No. 1433 | : / 


For Two 36” Lamps—For 7 to 10-foot Cases 3 oN 





te 
t 












‘) 





Ee, a —_ AVE € 


No. 1432 
For One 18” and One 36” Lamp—For 6 to 8-foot Cases 


STRAIGHT 
CONNECTOR 











No. 1431 
For One 36” Lamp-—For 4 to 5-foot Cases 


1@ 


Pass tEOSSESerraee 
EF aa rec 


3” 
= TUBING 


~ 


“ 
s trey 
‘ Rares 


( "STEEL FLEXIBLE 
\ Is CONDUIT, 30" LONG 





‘STRAIGHT g 
eat, BOX CONNECTOR 





—— ne ae 
meme ee nmaeemmamaminmenat Cpr ey 


ee 


















OWT BALLAST BOX 

No. 1430 SET SCREW 

" " NNECTIONS —— j 

For One 18” Lamp 2" TUBING co ad 

For 3-foot Cases SS i 2 "STEEL FLEXIBLE 

(_ 1° CONDUIT, 30" LONG 
STRAIGHT Ni = = 
CONNECTOR |] BOX CONNECTOR 
a 











SET SCREW BALLAST BOX 


CONNECTIONS'|& 


f * a EL FLEX ALS 
S ttl Aeiel sie nishes — Statuary Bronze 


Fi 
Ti BALLAST BOX or Satin Nickel plated finish 


Pits CONNECTOR on steel. Chromium plated 
finish, extra. 





SHOWING DETAIL OF 
SLIP RING IN END 











OF FIXTURE 
STRAIGHT CONNEC LOE 
— Catalog No. FOR No. LAMPS Fixture 
Lb "STEEL FLEXIBLE i = * “ “ * 
16 CONDUIT,30" LONG —>¥ Ce CU PEG Length 
SEE 1430 233/," 
BOX CONNECTOR i s— 1431 413/," 


1432 
1433 


* Length of fixture body only. 


621/," 
801/2" 














BALLAST BOX FOR CONCEALED 
MOUNTING IN BASE OF CASE 








COMPLETE WIRED SHOWCASE ASSEMBLIES 


fe) For 18 and 36 T-8 Fluorescent Lamps 


HANGING CLIPS —SPECIFY TYPE 
= ee ORDERING 















TUBING 





| | SHOWCASE 
APPROX. 6' LONG 






TUBING STRAPS 










STRAIGHT 
CONNECTOR™,_| 








iS 


~~ 
BALLAST BOx SS 
TO BE LOCATED 


IN BASE OF CASE 






2 HANGING CLIPS 





Se ae CONDUIT 











(BALLASTS NOT INCLUDED) BOX CONNECTOR 
: TYPICAL SHOWCASE INSTALLATION ILLUSTRATED ABOVE 
@ 
Type E DAY-BRITE SHOWCASE FIXTURES 
= EFFICIENT AND COMPACT IN DESIGN ...EASY TO INSTALL 
Day-Brite showcase fixtures have Reflector — Porcelain Enamel 
been engineered to produce the > 
maximum amount of light in the 90%es SSSSSSSS==| 
Type F smallest practical cross section he A oe 
size. Lamps are concealed from iron. 


view of customer and also from 
clerk standing in back of case. 
Body of fixture has been designed 
for beauty and appearance and 
for rigid construction. Body metal 
thickness, 18 B&S gauge. 


Fixtures are designed for easy in- 
stallation and are furnished com- 
plete with all necessary parts and 
fittings for complete installation. 


@» llustrating Hanging Clips 

Drecsisies with Showcase 
Assemblies. Specify type 
when ordering. 





Schedule O Discounts 
Schedule S Discounts 


Fitting-Mirror Lighting 





























Typical Fitting Room instollenian 


Easy to Install 


KO. FOR ELECTRICAL 3 
CONNECTIONS. == 





KEYHOLE SLOTS 
AND MOUNTING HOLES 


LEVOLIER 
PULL SWITCH 
IN RIGHT END 


For Fitting Tables 
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FITTING ROOM FIXTURES 


For 18, 24°, 36. and 48° Fluorescent Lamps 


These fixtures are designed for installation over fitting mirrors and 
direct the light on the garment being fitted. 


Daylight lamps are recommended for use in these fixtures because of 
their color-correcting qualities and cool effect. Specially designed 
specular Alzak reflectors are used in these units to assure proper dis- 
tribution of illumination and to give added punch. Levolier pull switches 
are included with all fixtures and are located at right end. 


All fixtures are wired, ballasts and lamp starters included. Key- 
hole slots are located in back for easy installation and a !/,.” knockout 
for electrical connections is located in back of fixture at center. 





Nos. 2950, 2952, 2960A, 2960B, 2962A and 2962B a 

can be furnished finished in Statuary Bronze or qn 

Aluminum Lacquer. > 

Nos. 2951, 2953, 2961A, 2961B, 2963A and 2963B " 

can be furnished plated in Statuary Bronze or ay 

Satin Nickel. = 6” 
Schedule O Discounts 


CATALOG No. | FOR LAMPS | | 
| | Standard | 


Length | Package 





Lacquer pated 
Finish inish | 
2950 2951 18’-15w-110v 181/44” = 
2952 2953 24”-20w-110v 241/4” a 
2960A 29614 36”-30w-220v 361/44” 4 
2960B 2961B 36”-30w-110v 361/4” 4 
4 

4 


Size 





2962A 2963A 48”—40w-220v 481/,” 
2962B 2963B 48”-40w-110v 481/4” 


FITTING AND DRESSING TABLE UNITS” 


Sto’ 




















For 18° and 24” Fluorescent Lamps 


These units have many applications on 
fitting tables, dressing tables, and as deco- 
rative units in residences, clubs, hotels, 
etc. They are manufactured in two sizes 
for one 18” and one 24”, 11/,” diameter 
lamps. The cast ornamental base pro- 
vides substantial footing. 


Fixtures are completely wired with lamp 
starters, ballasts, 9-foot cord and plug 
and switch. For 110 volt A.C. operation. 
Made of aluminum ard furnished in a com- 
bination baked wrinkle and polished finish. 








Schedule S Discounts 


Overall 
Height 


Std. 
| Pkg. 





FOR LAMPS | 
CATALOG No. oR | 


No. | Size | 





965 | 18” | 1914” No. 965—For One 18” Lamp 
966 1) 24" 25a" No. 966—For One 24” Lamp 


BANK CAGE FIXTURES 


For 18, 24’, 36° and 48 Fluorescent Lamps 


Two styles of fixtures are listed. Open type and with louvers. Open type 
fixture is designed so that lamp is shielded from the eyes of the teller in 
normal position. Alzak reflectors are engineered to produce an asym- 
metric beam which provides uniform light over entire working area. 
Louvered fixture is of similar design but has the added protection of 
louvers against any possible glare from stray light. Fixtures are wired 
and include Levolier pull switch, ballasts and lamp starters. 


For Mounting — Keyhole slots are located in back of fixture. !/2” 
knockouts for electrical connections are located in each end and in 
back at switch side. 


Note — These fixtures are also available in continuous lengths. For overall lengths of 
longer fixtures, add additional lamp length to unit lengths shown in schedules. 


Open Type Fixtures with Specular Alzak Reflectors — 


Finishes — Lacquer fix- 
tures, Statuary Bronze or 
Aluminum Lacquer. Plated 
fixtures, Statuary Bronze or 
Satin Nickel. 




































CATALOG No. FOR LAMPS Unit | Standen Weight 

Lacquer Plated No Size Length | Package | Each 
Finish Finish : | | 

1040 1041 1 18”-15w-110v 181/4” S 7 lbs. 
1042 1043 ] 24"”-20w-110v 241/,” 3 8 lbs. 
1044A 1045A 1 36”-30w-220v 3614" ©) 11 lbs 
1044B 1045B 1 36”-30w-110v 361,” 3 12 lbs 
1046A 1047A ] 48”—40w-220v S 
1046B 1047B ] 48”—40w-110v 3 





Finishes — Lacquer fix- 
tures, Statuary Bronze or 
Aluminum Lacquer. Plated 
fixtures, Statuary Bronze or 
Satin Nickel. 



































CATALOG No. FOR LAMPS Unit teeg Sept Weight 
Lacquer Plated Length | Package Each 
Finish Finish No. Size 
1090 1091 1 18”-15w-110v Mee |) 101/, lbs. 
1092 1093 1 24”-20w-110v ZA; eS | 13 lbs. 
1094A 1095A 1 36”-30w-220v 361/,” 3 | 17'/2 lbs. 
1094B 1095B ] 36”-30w-110v 361/4” 3 181/, lbs. 
1096A 1097A 1 48”—-40w-220v 481/,” 3 | Zoe bs: 
1096B 1097B 1 48”—40w-110v 481/,” 3 24 = lbs. 


Deal Plate Fixtures with Specular Alzak Reflectors 


For use in cashiers’ cages where overhead lighting cannot be employed. 
Reflecting surface specular Alzak, designed to light area uniformly. 
Wired: Toggle switch, ballasts and lamp starters included. 


Deal plate fixtures can be 
finished in Statuary Bronze 
or Aluminum Lacquer. 
Specify color when order- 
ing. Available in one lamp 
length only. 





























cd = | FOR stud | lent | ribs | were 
1085 1 18”-15w-110v 181/,” 3 7 lbs. 
1086 1 24”-20w-110v 2417," 3 9 lbs. 
1087A 1 36”-30w-220v 361/," 3 : 
1087B ] 36”-30w-110v 3617," 3 








Schedule O Discounts 


For Bank Screen and 
Deal Plate Lighting 








Fixtures Mounted to 
Top Rail of Bank Cage 





PH) 7 
ae by 


4f 
ieaee Livy 
PEE Ore) | 47 
i f 





aise a 
|e Rye e 





For Low Bank Counters 


For Deal Plate Lighting 


Daqbrite 
Lighting. Inc. 
$¥. LOUIS, MISSOURI 
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Schedule O Discounts 


Lighting Pictures 


and 


Wall Displays 














x IPSec 
No. 645 or 655 Series 


690, 7I0 Uy 
SERIES Us SERIES 





NO, 237) - 














Typical Wall Display Lighting 
Vv 


Dag Brite 
Lighting. Inc. 
ST. LOUIS, MISSOURI 
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PICTURE LIGHTING FIXTURES 


For Fluorescent Lamps 





Nos. 690 and 710 Series Nos. 645 and 655 Series 


These fixtures are designed for every required adjustment to give proper 
lighting. Shade is adjustable at fitting on top, horizontal arms are 
adjustable in or out and vertical adjustment can be made at strap 
fitting fastened to picture frame or ballast box. 


Porcelain Enamel reflectors used in these fixtures properly diffuse the 
light and distribute it evenly over the entire picture without glare or 
highlights. 

Nos. 690 and 710 series are for 18”, 24” and 36” lamps. Ballasts and lamp starters are 
located in fixtures. 


Nos. 645 and 655 series are for 18” and 36” T-8 lamps only. Ballasts are mounted 
behind the picture in a special ballast box which is furnished. Lamp starters are 
located in fixture body. All fixtures are furnished wired and include lamp starters, 
ballasts, cord and plug. 

Finish — Steel, gold spray, brass, and brush brass. Other finishes on special order 
Standard Package — Three fixtures, may be assorted. 

Note — Fixtures for 36” lamps have two supports. 


MAXIMUM 
LENGTH ARM 
Size Hgt. | Width | Length | Horiz. Vert. 
18’-15w-110v | 4” 4\/,” /4 Is 67 
24”-20w-110v | 4” 4l/,” /4 Loe 8” 
36”-30w-220v | 4” 4l/,” /4 18” 8” 
36”—-30w-110v | 4” 4l/,” 18” 8” 
18”-15w-110v | 234” | 33/9” | 24” 
36”-30w-220v | 234” | 33/2” 24” 
36”-30w-110v | 234” | 33/2” 24” 


WALL DISPLAY LIGHTING TROUGH 


18, 24,"' 36° and 48’ Fluorescent Lamps 


Catalog No. FOR LAMPS BODY DIMENSIONS 





STEEL BRASS 


690 710 
691 711 
692A | 712A 
692B | 712B 
645 655 
646A | 656A 
646B | 656B 


Za 
° 


ee 


























For Continuous Installations 


Continuous fixtures for one row of lamps. For lighting wall displays, rug racks, art gal- 
leries, etc. They have correctly designed specular ALZAK reflectors for proper distribu- 
tion of light. 

They are designed to be mounted direct to the ceiling and have mounting holes in top 
and '/,” knockouts in top and ends for electrical connections. For unusually high ceilings, 
suspension supports can be furnished. 


Details of installation should be furnished so that proper location of fixture on ceiling é 
can be recommended by us. This is important if correct lighting effect is to be obtained. 
These fixtures are made of steel and 
can be finished in any standard For Lamps | 
Segahpe le aah Tyree lacquer is 
standard and will be furnished unless ” ” ” 

otherwise specified. Wired, ballasts 2371 ! taal es : | S lbs. 
and lamp starters included. 


Weight 


Per Ft. 


Cat. No. | 
No. Rows 








Schedule O Discounts 


ADJUSTABLE BRACKET FIXTURES 


For 18° and 24’’ Fluorescent Lamps 


One-light units available for 18” and 24” lamps. They are shown 

¥ with four different types of mountings and can be used for lighting bd 
bulletin boards, wall displays, counters, display cabinets, black- 
boards, filing cabinets, etc. All fixtures are furnished completely 
wired with ballasts, lamp starters and toggle switch. Reflecting 
surface Porcelain Enamel. Nos. 971 and 974 Series include cord and 
plug. All fixtures wired for 110-volt A.C. operation. 


Utility Fixtures 
for Many Applications 


per ine enc ie Maat ee ER CE 
EPS Le 0 ae aa RES Raa ara WY 
BAe at atk CBF N) thy ace ie 





Nos. 940, 941, 990, 991 Nos. 970, 972, 980, 982] 


























































Catalog No. FOR LAMPS BODY SIZE 
STEEL | BRASS | No. Size Hgt. | Width| Length | Pkg. 
940 990 1 18”’—15w 31)” | 41/4” | 1814,” 1 
941 991 l 2A" 20w | 314" 1 414" | 2417," | 1 
970 980 i 18’—15w 31/7." | 41" | 18144” 1 
972 $82 1 24"—20w SIA” | 41." | 24144" 1 
971 981 I 18’—15w | 317," | 417," | 18174" | 1 
973 983 1 24”—20w 31/7," | 41," | 2414,” 1 
974 984 1 18’—15w 31/Q" | 41/4” | 18144” 1 
975 985 1 24”—20w 31)” | 41/4” | 24144” 1 















Finish — Steel, lacquered any standard color. Brass, any standard 
plated finish. Chromium on brass only; extra. 


Mounting — Nos. 940, 941, 990 and 991; height 15”. Base is fur- 
nished with crowfoot for fixed installation. 


) Nos. 970, 972, 980 and 982; extension from wall is 8!/,” overall. 


Specify whether crowfoot or hickey is required when ordering. 
Nos. 971, 973, 981 and 983; horizontal extension is 83/4” overall. 


Vertical support is 24”. Mounting Flange has vertical adjustment. Da Brite 
Nos. 974, 975, 984 and 985; horizontal extension is 83/4,” overall. Lighting. Inc. 
Vertical support is 24” and has clamp support with vertical adjustment. ST. LOUIS, MISSOURI 
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Schedule O Discounts 


For Wall Displays 


CONTINUOUS BRACKET FIXTURES 


For Fluorescent Lamps 





ee 






rises 








lilustrating Continuous Bracket 
Fixture for Lighting Wall Map 


be, 


illustrating No. 1781 
Drafting Table Fixture 





Daq Brite 
Lighting. Inc. 
ST. LOUIS, MISSOURI 
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Continuous fixtures for lighting wall displays, bulletin 
boards, filing cabinets, etc. Fixtures are furnished with 
sufficient number of supports to insure rigid mounting. They 
are wired and include ballasts and lamp starters. 


Porcelain Enamel reflecting surface assures proper dis- 
tribution of light. 


Length — Made in lengths up to 10 feet with provisions 
for coupling units together for longer installations. 


Basic lengths for 36” and 48” lamps with additional 
lengths available for 18”, 24”, 36” and 48” lamps. 


Finish — Steel, lacquered any standard color; brass, any 
standard plated finish. Chromium on brass only; extra. 


BASIC LENGTH 
FOR LAMPS 





Catalog No. 


DIMENSIONS 





Illustrating Available 
Mounting Arrangements 





STEEL | BRASS : Size Height | 


Width 





642A 
642B 
643A 
643B 


652A 36”-30w-220v 4” 
€52B 36”-30w-110v 4” 
653A 48”-40w-220v 4” 
653B 48”—40w-110v 4” 











4\/,” 
41/5” 
41/,” 
41/,” 





Mounting — Five mounting types are available as shown. When ordering specify type 
mounting, length of arm, length of fixture, number and size of lamps. State which arm 
is to have feed wires and whether hickey or crowfoot is required for mounting. Type “‘C”’ 
mounting is recommended for fixtures with horizontal support longer than 15”. 


DRAFTING TABLE FIXTURES 


For 18°, 24", 36° and 48° Fluorescent Lamps 


Adjustable fixtures for drafting boards and tables. 
Exterior is finished in gray baked wrinkle enamel 
and reflecting surface is Porcelain Enamel. 


Support is designed for both vertical and horizontal 
adjustment. Also swivel adjustment at clamp and top 
support. Special cast clamp is fastened to edge of 
board or table and provides vertical adjustment. 
Supporting bracket is set for proper distribution of 
light. 

All fixtures are furnished wired complete with switch, 
ballasts, lamp starters, supporis, cord and plug. 



























Catalog FOR LAMPS | Std. | Weight 
No. | No. Size tengin Pkg. Each 

1770 Tl) 16’-15w-llov | 161/,” I 

1780 | 2 18”-15w-110v | 181%,” l 

1711 | 1 | 24’-20w-1lOv | 241," i 

1781 2 | 24”’-20w-110v | 2414,” 1 

Li72A 1 | 36”’-30w-220v | 36!/,” 1 

1772B ] 36”-30w-110v | 361%,” l 

1782A | 2 | 36"-30w-220v | 36!1/,” 1 

1782B 2 | 36”-30w-110v_ | 361%,” l 
“ViI3A |"1 | 48’-40w-220v | 4817,” lam 

1773B ] 48”-40w-110v | 481/,” 1 

1783A 2 | 48”-40w-220v 1 

1783B 2 | 48”-40w-110v l 











——EEEEE 30° 





| {j= Board or Tables 
j== 


-—744"— 
One Light 


ll "ae 
Two Light 


6° ——_—-e! 







Horizontal 
Adjustment 





Clamp and 
Vertical Adjustment 


Fixtures for 18” and 24” lamps have one support and fixtures for 36” and 48” lamps 


have two. 


LIBRARY TABLE FIXTURES 


For 36 and 48° Fluorescent Lamps 








Soft, glare-free illumination for restful reading is provided with these 
fixtures. They are listed in standard lengths for one row of lamps, for 
tables 6’ to 12’ long. 


Each fixture has two supports and is furnished wired with lamp 
starters, ballasts and toggle switch. They have a specially designed 
Specular ALZAK reflector which produces uniform lighting over the 
entire reading area. Lamps are shielded from normal vision of persons 
sitting at table. 


Finish — Steel, brown baked wrinkle enamel. Bronze, plated in statuary bronze or satin 
nickel. 


Standard Package — One fixture. 


CATALOG No. | FOR LAMPS Overail | Recommended 
| for Length 


STEEL BRONZE Length 
1280A 1290A 
1280B 1290B 
1281A 1291A 
1281B 1291B 
1282A 1292A 
1282B 1292B 
1283A 1293A 
1283B 1293B 





74 
° 


WWI] DM DIN db} ee 


Size 
48’—40w—220v 
48”—40w—110v 
36’”—30w—220v 
36’”—30w—110v 
48’—40w—220v 
48”—40w—110v 
36”"—30w—220v 4G 
36’—30w—110v ee 























CONTINUOUS SHOW WINDOW FOOTLIGHTS 


For 18, 24, 36. and 48° Fluorescent Lamps 





Schedule O Discounts 


Cool, Glareless 
Illumination for 
Easy Reading 




















Designed With Proper Cutoff 
To Shield Eyes From Glare 


Add Punch and 
Color to Show 
Window Displays 





One Row Window Footlight Two Row Window Footlight 


Window footlights for one and two rows of lamps; 18”, 24”, 36” and 48” 
size. The use of these footlights will help eliminate image reflections 
in the window and build up intensities in lower window area. 
Fixtures are made of steel and bronze in continuous lengths to fit avail- 
able window space. They are wired and include ballasts and lamp 
starters. 


Finish—Steel, lacquered any standard color. Bronze, any standard plated finish. 
Chromium on bronze only; extra. 
CATALOG No. : Approx. Weight 


STEEL | BRONZE FOR LAMPS Ber Fh 





3230 3231 | 18”, 24”, 36” and 48” 5 lbs. 
3232 3233 18”, 24”, 36” and 48” 7 lbs. 





Typical Window Footlight Installation 


Dag Brite 
Lighting. Inc. 
ST. LOUIS, MISSOURI 
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Scheduie S Discounts 





Reliable Furniture Company, Akron, Ohio 


Daq Brite 
Lighting. Inc. 
ST. LOUIS, MISSOURI 
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SHOW WINDOW REFLECTORS 


For 18, 24", 36. and 48° Fluorescent Lamps 
° 
For Windows of Every Size and Description 


These fixtures are designed for lighting all types of 
show windows. They are available for two, three 
and four: 18”, 24”, 36” and 48” lamps. 


Fixture bodies are made of steel, finished in alu- 
minum lacquer. Mounting holes are conveniently 
located for installation and !/,” knockouts are fur- 
nished in top, ends and back for electrical connec- 
tions. Ends are punched so that two or more units 
can be butted for continuous installations. In the 
event it is desirable to allow space between units 
and for corner connections, the !/)” knockouts in the 
ends will accommodate pipe or BX. 


Complete ... Heady to Install 


Fixtures are furnished complete with sockets, bal- 
lasts, lamp starters and wire lead. They are wired, 
ready for installation. Starting compensators are 
furnished with all fixtures for 36” and 48” lamps 
using Tulamp ballasts. 


Engineered for Maximum Efficiency 


The Specular ALZAK reflectors used in these fixtures 
are correctly engineered for most efficient lighting in 
show windows. They provide maximum illumination, 
in the correct proportions, on Zones A, B and C 
shown on the layouts on page 16, thus effecting a 
smooth, evenly lighted appearance to the entire 
window. See listings on page 16 for proper selection 
of fixtures for your particular installation. 


Island Show Windows 


In most cases, island show windows are treated as 
two shallow windows placed back to back. With this 
information, proper selection can be made from the 
information given on page 16. 


Coupling Arrangement for Continuous Installations 


Individual fixtures can be 
butted and bolted together to 
make a continuous fixture to 
fill out window length as 
shown here, 





Recessed Fixtures 





In many instances it is desirable to recess these 
fixtures in the ceiling. For recessing, these fixtures 
are furnished as illustrated above. 


Schedule § Discounts 


SHOW WINDOW REFLECTORS 
For 18, 24’, 36° and 48’ Fluorescent Lamps Efficient Lighting Equipment 
) = for All Types of Show Windows 


Show Window Lighting Fixtures with 
ASYMMETRIC ALZAK REFLECTORS 
For Lighting Medium and Deep Windows 


Catalog FOR LAMPS DIMENSIONS 
Size Length | Width 


18”-15w-110v 4 14” 
24”-20w-110v /'4 14” 
36”-30w-220v /4 14” 
36’-30w-110v /'4 145 
48”"—40w-220v 4 14” 





No. 


7218 
7224 
1236A 
7236B 
1248A 
7248B 
7318 
7324 
7336A 
7336B 
7348A 
7348B 
7418 
7424 
7436A 
7436B 


re 
° 


PPP PBB) OOWOWW)/MNMNNMND 





48”-40w-110v 14” 
18”-15w-110v /4 20” 


24”—20w-110v /4 20g 

Se js one TWO , LIGHT FIXTURES 
48"-40w-220v y 20” No. 7218 Series — Asymmetric Reflectors 
48”-40w-110v 20” No. 9218 Series — Symmetric Reflectors 
18”-15w-110v /'4 26” 
24”—-20w-110v /'4 26” 
36”-30w-220v /4 ZOn 
36”-30w-110v Hy" | 26" 
7448A 48”—-40w-220v /4 26” 
7448B 48”—40w-110v 4 26" 


Standard Package — One fixture. 



































Show Window Lighting Fixtures with 


SYMMETRIC ALZAK REFLECTORS 
For Lighting Shallow Windows 


ones FOR LAMPS DIMENSIONS 

No. Size Length | Width | Height 
Bee ieee (eee |e [ae 
9236A 36"-30w-220v pare THREE-LIGHT FIXTURES 
oases ated. /s ae No. 7318 Series — Asymmetric Reflectors 


97488 48"-40w-110v 14” No. 9318 Series — Symmetric Reflectors 


9248B 

9318 18’-15w-110v 20” 

9324 24"-20w-110v 4" | 20° 

93368 36”-30w-220v 44" | 20" 

9336B 36"-30w-110v H4" | 20° 

9348A 48"-40w-220v 7/4" | 20° 
48"-40w-110v 20" 


9348B 

9418 18”-15w-110v /4 26” 

9424 24”-20w-110v /4 26” 

9436A 36”—-30w-220v /4 26” 

9436B 36”-30w-110v 26” 
48”-40w-220v 26” 


9448A 
9448B 48”—40w-110v 





Z 
° 


BPP BP BP] OOO WWW) NNMNNDY 












































DISTRIBUTION Ss 


FOUR-LIGHT FIXTURES 


CURVES 
No. 7418 Series — Asymmetric Reflectors 
No. 9418 Series — Symmetric Reflectors 
DAY-BRITE 
SHOW 
WINDOW 
REFLECTORS METHOD OF 





INSTALLING 
SHOW WINDOW 
FIXTURE ON CEILING 


ASYMMETRIC SYMMETRIC Daub a 
REFLECTOR REFLECTOR ay rite 


Lighting. Inc. 
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CORRECTLY ENGINEERED REFLECTORS FOR MAXIMUM EFFICIENCY 


By using these charts, you can figure out your own requirements in window light- 
ing. The foot-candle intensities shown here can be used as a basis from which 
to approximate the number and size fixtures needed for a complete installation. 


Readings with Symmetric Type Reflectors for Shallow Windows 


FOR SHALLOW WINDOWS 


Fixtures for Two Lamps 


Fixtures for Three Lamps 
Parallel 


1-No. 9336 | 1-No. 9348 


Fixtures for Four Lamps 
Parallel 


1-No. 9436 | 1-No. 9448 










Parallel 
1=—No. 9236 | 1-No. 9248 
































































No. Fixtures 

















































Total No. Lamps} 2-30 watt 2-40 watt 3-30 watt 3-40 watt 4-30 watt 4-40 watt 
Zone A 38 fe. 55 fe. 52 fe. 15ite! 69 fe. 100 fe. 
Zone B 41 fe. 60 fe. 52 fc. ONC: 66 fc. 95 fe. 
Zone C 95 fe. 135 fe. 145 fe. 210 fe. 155 fe. 230 fe. 

No. Fixtures 2=-No. 9236 | 2—No. 9248 | 2—No. 9336 | 2—No. 9348 | 2—No. 9436 | 2—No. 9448 

Total No. Lamps} 4-30 watt 4-40 watt 6-30 watt 6-40 watt 8-30 watt 8-40 watt 
Zone A 59 fe. 85 fe. 83 fe. 120 fe. 107 fe. 155 fc. 
Zone B 48 fe. 70 fe. 76 fe. 110 fe. 100 fe. 145 fe. 
Zone C 97 fc. 140 fe. 166 fe. 240 fe. 173 fe. 250 fc. 

No. Fixtures 3-No. 9236 | 3-No. 9248 | 3-No. 9336 | 3-No. 9348 | 3-No. 9436 | 3-No. 9448 

Total No. Lamps} 6-30 watt 6-40 watt 9-30 watt 9-40 watt 12-30 watt | 12-40 watt 
Zone A 90 fe. 110 fe. 130 fe. 155 fe. 145 fe. 210 fe. 
Zone B 70 fe. 85 fe. 105 fe. 130 fe. 138 fe. 200 fe. 
Zone C 120 fe. 145 fe. 210 fc. 260 fe. 186 fe. 270 fe. 


Tests made with White lamps. Intensities with DAY LIGHT lamps will be approximately 15% less. 


Readings with Asymmetric Reflectors for Medium Windows 


Fixtures for Two Lamps 





Parallel 


Fixtures for Three Lamps 
Parallel 


1-Ne. 7336 | 1-No. 7348 


Fixtures for Four Lamps 
Parallel 


1-No. 7436 | 1-Ne. 7448 


ee | me | ee re | em ff mean so 


No. Fixtures | 1-No. 7236 | 1-No. 7248 
Total No.Lamps}| 2-30 watt 2-40 watt 
Zone A 40 fe. 55 fe. 
Zone B 25 fe. 30 fe. 
Zone C 20 fe. 25 fe. 
No. Fixtures 2-No. 7236 | 2—No. 7248 
Total No.lamps| 4-30 watt 4-40 watt 
Zone A 60 fc. 80 fc. 
Zone B 40 fc. 45 fe. 
_ Zone C 25 fe. SoC 


No. Fixtures 


3-No. 7236 | 3-No. 7248 


3-30 watt 3-40 watt 
55 fe. 75 fe 
Sic 80 fc 
25 fe SONG 

2-No. 7336 | 2—No. 7348 

6-30 watt 6-40 watt 
80 fc. 115 fe. 
50 fe. 70 fe. 
40 fe. 50 fe. 


3-No. 7336 | 3-No. 7348 


4-30 watt 4-40 watt 
70 fe. 100 fe. 
50 fe. 70 fe. 
35 fe. 50 fc. 
2-No. 7436 | 2-No. 7448 
8-30 watt 8-40 watt 
105 fc. 150 fe. 
75 fe. 100 fe. 
Sone 73 fc. 


3-No. 7436 | 3-No. 7448 





OO, 


FOR DEEP WINDOWS 





e 
Daqpbrite 
Lighting. Inc. 
ST. LOUIS, MISSOURI 
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Total No. Lamps} 6-30 watt 6-40 watt 9-30 watt 9-40 watt 12-30 watt | 12-40 watt 
Zone A 75 fe. 100 fe. 100 fe. 145 fe. 130 fe. 185 fe. 
Zone B 45 fe. 55 fe. 70 fe. 100 fe. 100 fe. 140 fc. 
Zone C 35 fe. 45 fe. 50 fe. 70 fe. LSC 105 fc. 


Tests made with WHITE lamps. Intensities with DAY LIGHT lamps will be approximately 15% less. 


Readings with Asymmetric Reflectors for Deep Windows 


Fixtures for Two Lamps 


Fixtures for Three Lamps 


Fixtures for Four Lamps 





Parallel Parallel Parallel 
No. Fixtures 1-No. 7236 | 1-No. 7248 | 1-No. 7336 | 1—No. 7348 | 1-No. 7436 | 1-Ne. 7448 
Total No. Lamps} 2-30 watt 2-40 watt 3-30 watt 3-40 watt 4-30 watt 4-40 watt 
Zone A AO fe. 55 fe. 55 fc. 75 fe. 70 fe. 100 fe. 
Zone B 35 fe. 50 fc. 60 fe. 80 fe. 80 fe. 100 fe. 
Zone C 30 fe. 40 fe. 45 fe. 60 fe. 60 fe. 80 fe. 
No. Fixtures 2-No. 7236 | 2—No. 7248 | 2—No. 7336 | 2—No. 7348 | 2—No. 7436 | 2—No. 7448 
Total No. Lamps} 4-30 watt 4-40 watt 6-30 watt 6-40 watt 8-30 watt 8-40 watt 
Zone A 60 fe. 80 fe. 80 fe. 115 fe. 105 fe. 
Zone B Site 75 fe. 85 fe. 120 fe. 115 fe. 
Zone C 40 fe. 55 fe. 65 fe. 90 fe. 85 fe. 
No. Fixtures 3-No. 7236 | 3-No. 7248 | 3-No. 7336 | 3-No. 7348 | 3—-No. 7436 | 3-No. 7448 
Tetal No. Lamps} 6-30 watt 6-40 watt 9-30 watt 9-40 wait 12-30 watt 
Zone A 75 fe. 100 fc. 145 fe. 130 fe. 
Zone B 70 fe. : 105 fe. 150 fe. 140 fe. 
Zone C 45 fe. 80 fe. 110 fe. 105 fe. 
Tests made with WHITE lamps. Intensities with DAY LIGHT lamps will be approximately 15 less. 
oe) 


Correctly proportioned intensities are provided on Zones A, B and C, 
thus providing plenty of light throughout the entire window. 


Since there is naturally considerable variation in show window sizes, 
we have chosen three typical layouts that represent the general 
average for the purpose of setting up and testing this equipment. 


Tests made after lamps had been in use 100 hours. 


DECORATIVE SURFACE FIXTURES 


For 18, 24°, 36. and 48° Fluorescent Lamps 





b-4%"— + 7" 4 = 9" 


% Ne 3% 
NS we So 
BSE Sa E or 


ONE-LIGHT TWO-LIGHT THREE-LIGHT 


These smart looking surface fixtures have many uses for general lighting and 
decorative lighting effects. The wide variety of colors available in Fluorescent 
lamps makes them especially effective for use on walls and ceilings, in lobbies, 
tap rooms, taverns, reception rooms, etc. 


Fixtures are finished in polished chromium and are fastened to ceiling or wall 
through mounting holes in back plate. !/)” knockouts are provided for elec- 
} trical connections. They are wired and include ballasts and lamp starters. 


Catalog FOR LAMPS | Overall | Standard | 
No. Length Package 





74 
° 
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Size 


18”’—15w—110v 20” 
18”’—15w—110v 20” 
18”’—15w—110v 20” 


24”—20w—110v 26” 
24”—20w—110v 26” 
24”—20w—110v 26" 


36”—30w—220v 38” 
36”—30w—110v 38” 
36’”—30w—220v 38” 
36”—30w—110v 38” 
36’”—30w—220v 38” 
36”—30w—110v 38” 


48”—40w—220v 50% 
48”—40w—110v 50” 
48”—40w—220v 50% 
48”—40w—110v 50” 
48”—40w—220v 50” 
48”—40w—110v 50* 


2118 
2218 
2318 


2124 
2224 
2324 


2136A 
2136B 
2236A 
2236B 
2336A 
2336B 





me A) DOD me — PO DD see) ee) 














90° MITERED CORNER BLOCKS 


To be used in connection with the above 
: fixtures to form various designs in squares, 
oblongs, etc., as illustrated here. 


Cat. No. For No. Rows | Std. Pkg. | Weight, Ea. 
2115 1 1 lbs. 





2215 2 2 lbs. 
2315 3 3 lbs. 


ILLUSTRATING APPLICATION OF 
MITERED CORNER BLOCKS 








Schedule S Discounts 


al | 
th 
) 

"| 
BL 





SS >. 
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al 









a « ll 
Suggested Ceiling Treatment 
Illustrating Mitered Corner Blocks 





One-light fixtures have excellent appli- 
cations over or on each side of bath- 
room or dressing room mirrors. They 
can be furnished with switch and con- 
venience receptacle as shown above. 


Dag Brite 
Lighting. Inc. 
ST. LOUIS, MISSOURI 
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Schedule O Discounts 


VEIIE | 


Nos. 1270, 1271 


Typical Cove Lighting Installation 
Rahr Malting Co., Manitowoc, Wisc. 


Be | ar 
Cornice Lighting Fixtures 
for Back Bar Illumination 


Daqbrite 
ST. LOUIS, MISSOURI 
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CONTINUOUS COVE LIGHTING FIXTURES 


For 18, 24’, 36 and 48° Fluorescent Lamps 





Nos. 1272, 1273 Nos. 1278, 1279 

For small rooms, lobbies, taverns, reception halls, etc., these cove 
reflectors provide an efficient lighting system. Illustrated above are 
fixtures for both exposed and concealed mounting. They are available 
with porcelain enamel or specular Alzak reflectors, as listed. 

Fixtures are designed as small as possible to accommodate ballasts. 
Other exposed shapes can be furnished to meet special architectural 
requirements. Full details will be furnished on request. 


Lengths — Fixtures are made in single lengths up to 10’, with provisions for coupling 
sections together for continuous installations. Junction boxes are furnished in each end 
of fixture for electrical connection. Furnished wired, ballasts and lamp starters 
are included. 

Finish — Fixtures Nos. 1270, 1271, 1278 and 1279 in aluminum lacquer. Nos. 1272 
and 1273 in any standard lacquer color. Specify color when ordering. 


With Porcelain Reflector With Alzak Reflector 








For Lamps 
Catalog No. | Weight Per Ft. | Catalog No. | Weight Per Ft. 


1270 | 5 lbs: | 1271 | 4 lbs. | 18”, 24”, 36”, and 48” 





1272 6 lbs. 1273 5 lbs. 18”, 24”, 36”, and 48” 
1278 6 lbs. 1279 5 lbs. 18”, 24”, 36”, and 48” 





CORNICE LIGHTING FIXTURES 


For 18°, 24° and 48. Fluorescent Lamps 


ONE LAMP TWO LAMP 





These cornice lighting units for various lighting and decorative effects 
are available for one and two lamps; 18”, 24” and 48” size. Many 
applications present themselves for the use of these fixtures in lobbies, 
tap rooms, taverns, reception rooms, etc. They are easily installed. 
Have mounting holes and )%” knockout in back for installation and 
electrical connection. 


Finish — These units are listed in two finishes, polished chromium and satin chromium, 
see schedule below. 

Standard Package — Three fixtures, may be assorted. 

Levolier pull switch in end is available. Specify when ordering. Fixtures wired, ballasts 
and lamp starters are included. 


CATALOG No. FOR LAMPS 
Polished Satin Sj 
Finish Finish ' re 
2954 2964 18”’—15w—110v 
2956 2966 18”—15w—110v 











2965 24"”—20w—110v 
2967 24”—20w—110v 
2968A 48”—40w—220v 
2968B 48”—40w—110v 
2969A 48”—40w—220v 
2969B 48”—40w—110v 




















INDIRECT LIGHTING TROUGHS 


For Fluorescent Lamps 


= 





No. 810— Four Row 


Indirect lighting troughs are manufactured in steel and can be fur- 
nished in any standard lacquer color. They are available in any length 
and can also be made with miters to form angles and squares. 


All fixtures are equipped with porcelain enameled reflectors for 
permanent efficiency ...to eliminate high lights and spots...and to 
insure perfect diffusion which is so desirable in fixtures of this type. 
Day-Brite porcelain enamel has a reflection factor of from 78 to 82%, 
is easy to maintain and will not depreciate. 


Hangers and Equipment — All fixtures are furnished wired, bal- 
lasts and lamp starters included. They are complete with hangers 
of necessary lengths and canopies designed to match fixtures. If special 
spacing of hangers is required specify when ordering. 








For Lamps Approx. Wt. Other designs in steel, 
Fer Ft. bronze, aluminum and in 

24”, 36" and 48” | 8 lbs. PPP ores 
24”, 36” and 48” | 11 Ibs. paruc co ametc leagenebe 
cade te een at | Se la furnished. Send complete 
24”, 36” and 48” 10 lbs. nd ill gladl 
24”, 36" and 48” | 14 lbs. EEE UT MG CTE 
oo ae i furnish information and 

24”, 36” and 48” | 15 lbs. prices 








Schedule O Discounts 


8” 





No. 808 — Two Rew No. 802— One Row 


A Typical Day-Brite 
Indirect Trough Installation 
in the 
Women's Lounge 
of the 
Public Service Building 
Milwaukee, Wisc. 





Dag Brite 
Lighting. Inc. 
ST. LOUIS, MISSOURI 
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T. M. Reg. U.S. Pat. Off. 


Design Patented 


Illustrating Two, Three and Four-Light Fixtures 


For 24” and 48” Fluorescent Lamps 


The Day-Brite AARALUME . . . designed specifi- 
cally for general lighting in all types of commercial 
installations. Maximum wide-spread downward illu- 
mination is provided for lighting merchandise 
displays, counters, or desks with sufficient upward 
and outward lighting to give a smooth glare-free 
overall effect. Its sleek flowing lines make it appli- 
cable to all types of installations involving modern 
architectural treatments. 








PARALOME 











COMBINING EFFICIENCY 
@ AND BEAUTY FOR THE 
ULTIMATE IN LIGHTING 


~~ 


For Commercial Applications 


With the AARALUYME lighting intensities can be 
increased over present lighting systems and, in 
addition, the Fluorescent lamp for like intensities 
produces considerably less radiant heat which will 
materially affect room temperatures. 


These fixtures are available for 24” 20-watt and 
48” 40-watt lamps in three different sizes as listed 
in schedule. They are listed for direct ceiling mount- 
ing but if desired can be furnished with decorative 
hangers for suspension. See Page 21. 















































CEILING TYPE FOR LAMPS BODY DIMENSIONS Standard stock fixtures for immediate 
Satin ake Std. Weight i ’ 
Chromium Enamel No. Size Length Width Depth Pkg. Each pass a Reet nee 
at. No. at. No. amp length only. However, fixtures 
6224 8224 2 | 24”’-20w-110v | 28” QUES aed 17 lbs. P ~ 7 rs 
6248A | 8248A | 2 | 48’-40w-220v | 52” | 914"| 314”| 1 29 lbs. two lamp lengths long, for 48” 40-watt 
6248B | 8248B | 2 | 48’-40w-1lOv | 52 91/4" 314" | 1 29 Ibs. lamps, canbe furnished! ontenenias 
6324 8324 3 | 24”-20w-110v | 28” Berar A 3 21 lbs. . 2 
6348A | 8348A | 3 | 48’-40w-220v | 52” | 1114" 414" | 1 36 lbs. order. They are listed in the schedule. 
6348B 8348B | 3 | 48’-40w-110v | 52” 111A”| 414,” | 1 37 lbs. is : 
6424 8424 | 4 | 24"-20w-1l0v |~283,"|131,"| 5Y4" | 1 97 Ibs. These fixtures are two lamp-lengths 
4 | 48”-40w-220v | 5234”| 1314"| 51/,” | 1 45 lbs. long and are furnished on specia 
6448B 8448B | 4 48’-40w-110v 52 yj," S495 >a eel 45 lbs. 2 ; ei zi 
6545 A 85488" 4 | 487—-40w=220v |! 100" 917," 317,” | 1 BI Ibs. order only. For suspension mounting 
. B*| 4 | 48”-40w-110v | 100” 91/,"| 31” | 1 81 lbs. th i 
6648A*| 8648A*! 6 | 48’-40w-220v | 100” 11Y”"| 4144” | 1 85 lbs. oy rer ai caeeS I ee 
6648B* | 8648B*/| 6 | 48’-40w-110v | 100” 11"| 4144" | 1 85 lbs. ane 
6748A*| 8748A*| 8 | 48’-40w-220v | 10034”| 1314"| 51/,”| 1 95 lbs. NOTE—Hangers additional, See 
6748B* | 8748B*| 8 | 48’-40w-110v | 10034” | 1314,”| 514” | 1 95 lbs. Page 21. 


These fixtures can also be furnished in continuous lengths...See price list. 


DAY-BRITE LIGHTING, INC., ST. LOUIS, 








PARALUME 








LOW COST INSTALLATION 


LT fe "CEILING PLATE 










For direct ceiling mounting the /A4RALUME is 
arranged for easy installation. Bead chain is applied 
after the ceiling plate, complete with all control 
equipment and sockets has been installed and con- 
nections made. The fixture body is supported by the 
chain while it is being fastened in place. 


Control Equipment — Fixtures are furnished 
wired, ready to install. They include sockets, lamp 
starters and ballasts. Tulamp ballasts are used 
in all fixtures for 2, 4, 6 and 8 lamps. Three-lamp 
fixtures include one Tulamp and one one-lamp bal- 
last. Starting compensators are furnished with all 
fixtures for 48” 40-watt lamps. 


ay 


Schedule S Discounts 





EASILY ‘SUSPENDED 
ON HANGERS 


MOUNTING PLATE 


ALL WIRES METAI 
ENCLOSED 





Hangers for Suspension Mounting 
Complete hangers for suspension mounting include two stems, a 
decorative canopy (with removable back plate for easy installa- 
tion) and all necessary fittings for complete installation. 
No. 666... . Satin Chromium Finish 
No. 866... Baked Aluminum Finish 


Overall length of fixture and hanger, 36”. Shipping weight, 8 lbs. 
Finishes (Fixture Body) — Available in two finishes, Satin 
Chromium and White Baked Enamel. Cast ends on both types 


are satin finish with polished ornament. White sockets furnished 
with White fixtures, Black sockets with Chromium fixtures. 


Engineered for High Level Mlumination 


Typical distribution curve for the A4RALYME is shown at right. Note 


wide-spread distribution. 


The schedule below shows approximate foot-candle intensities produced 
in a typical installation of these fixtures under average conditions. Tests 
were made with White lamps after 100 hours burning. With Daylight 
lamps intensities will be approximately 15% less. Fixtures used were 
white baked enamel units for three 40-watt lamps each. Intensities for 


other size units will be in proportion. 


FIXTURE SPACINGS 





Mounting 8’ x 8’ 10’ x 10’ 126 xal2p 


14’ x 14’ 





Heights 


of Units of Units of Units | of Units 


Two Rows | Four Rows | Two Rows | Four Rows Two Rows | Four Rows Two Rows Four Rows 
| of Units | of Units 


of Units | of Units 


oy 
Sie 





APPROXIMATE FOOT-CANDLE INTENSITIES UNDER AVERAGE CONDITIONS* 








8 feet | 44—52 | 50—60 | 30—34 | 34—40 | 21—24 | 24—28 | 14—17 | 17—20 
10 feet | 40—47 | 48—5S5 | 28—32 | 32—38 | 20—23 | 22—26 | 14—17 | 17—20 





12 feet | 38—43 | 46—52 | 26—30 | 30—36 | 19—22 | 21—25 
| 90 245\N13— 1681 16—19 


14 feet | 34—39 | 4450 | 24—-28 | 28—34 | 18—2]1 
*Taken at working level, 30” above floor. 


DAY-BRITE LIGHTING, INC., ST. LOUIS, MISSOURI 





TYPICAL 
DISTRIBUTION CURVE 


13—16 | 16—19 
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With Specular Alzak COMMERCIAL UNITS 


Reflectors For 24” and 48" Fluorescent Lamps 


ee END DESIGN 


CEILING PLATE FOR DIRECT 
MOUNTING 


SPECULAR ALZAK REFLECTORS 





ILLUSTRATING No. 3571 


These fixtures are manufactured for four and five lamps only and are ( 
available for 24” 20-watt and 48” 40-watt sizes. They have been en- 
gineered to produce general lighting of highest efficiency. Individual, 
correctly designed ALZAK reflectors are located behind each lamp. 


Due to the efficiency of these fixtures, they can be mounted on high 
ceilings without hangers and will provide high intensity lighting on 
working areas. If desired, these fixtures can be suspended and the 
end lamps will provide sufficient upward lighting to eliminate dark 
spots and shadows on the ceiling. 


Htope, baked aluminum enamel, Cost omonentel SN WG 
= 2S 





Complete Hangers Can Be Furnished 
for Suspension Mounting 





ends of body, satin and polished aluminum. 


Control Equipment — All fixtures are wired, 
ready to install, and include sockets, ballasts 
and lamp starters. Starting compensators are 
furnished with units for 48” 40-watt lamps. 





tee meg 


Aas 


oe o%. Hangers — Catalog No. 866. Shipping Weight 
; KEEDOOZLE : ; 
4: 8Lbs. Complete hangers for suspension mounting 
include two stems, and a decorative canopy and 


all necessary fittings for complete installation. 








| MF AS BS ite 2; ° 














Keedoozle Store, Memphis, Tenn: | sol | Daa enstons | Weight 
° “oS |No. Size | Height | Width | Length | Each 
24’—20w-110v | 63," | 12" | 261," 25 lbs. 
Pothient iE 24’-20w-1l0v | 814” | 1514" | 2614" 28 lbs. 
Da rite 48"-40w-200v | 634" | 12" | SOY," 
48”—40w-110v ir | 1214" | 5014" 
Lighting. Inc. 48”-40w-220v 7" | 1514" | 5014" 
SY. LOUIS, MISSOURI £6"—40w-110v 2h 1 15/4" | S0'f" 
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COFFER FIXTURES BUILT-IN ARCHITECTURAL 


ELEMENTS .... FOR 
For Fluorescent Lamps GENERAL LIGHTING 


LUGS 
mi SPOTWELDE 
ee 2 
FRAME 


Nave 








LE am, m\ 


These coffer fixtures can be applied in many ways for smart modern lighting effects 
in stores, offices, public buildings, etc. 


They are manufactured in single units as listed in schedule below. Two styles are 
available — Open Type, and with Silverite glass panels in continuous hinged frames. 


Steel frames are finished in baked white or aluminum enamel (specify color) and bronze 
frames in polished chromium plated finish. Roughing boxes are galvanized iron with 
knockouts conveniently located for electrical connections. Reflectors in Glass Panel Qs ee 
units are Specular ALZAK and in Open Type units are baked white enamel. 


All fixtures are wired, lamp starters and ballasts included. 
Standard Package — One fixture. 
Note — Plaster Frames are available, see detail above. 








Catalog No. FOR LAMPS BOX SIZE Approx. 


























STEEL BRONZE Weight iieone. 

Frame Frame | Feds Frame 

Baked Chromium | No. Size Length | Width | Depth ipo No. 

Finish Finish 

Fixtures with Silverite Glass Panels 

$5524 C5524 2 24’—-20w-110v | 24144” 1174") 8” 30 5660 
$5525A C5525A 2 36”-30w-220v | 361/4”| 1172”; 8” 50 5661 
$5525B C5525B 2 36”-30w-110v | 3614”, 1174"| 8” 50 5661 
$5526A C5526A 2 48”"-40w-220v | 481/44”) 1174”) 8” 60 5662 
$5526B C5526B 2 48’-40w-110v | 4814”| 1174") 8” 60 5662 
$5527A C5527A | +4 36’-30w-220v | 72'1/4,"| 1174"; 8” 100 5663 
$5527B C5527B | 74 36”-30w-110v | 72!1/,”| 1174") 8” 100 5663 
$5528A C5528A | +4 48”"-40w-220v | 9614") 1174"; 8” 120 5664 
$5528B C5528B | +4 48”-40w-110v | 9614"| 1172"| 8” 120 5664 





One-Light Fixtures with Glass Panels 


5 ee 

















$5918 C5918 1 18”-15w-110v | 18!/4,” | 6” 4” 14 res : : : . ; 
$5924 | ©5924 1 | 24’-20w-110v | 2414" | 6” | 4” 19 | +s. Stix, Baer & Fuller, St. Louis, Missouri 
$5936B | C5936B 1 36”-30w-110v | 361/,” | 6” 4” 24 Sn6¢ 
$5948B | C5948B l 48”-40w-110v | 481/,” | 6” 4” 30 
Cpen Type Fixtures 
$5724 C5724 2 | 24”-20w-110v| 241/,”| 117%”| 10” 25 5670 
$5725A | C5725A | 2 | 48’-40w-220v| 48!/4”| 11%"| 10” 50 5671 
$5725B C5725B 2 | 48”-40w-110v; 481/,”| 11 is" 10” 50 5671 ata Se = 
$5726A | C5726A | +4 | 48’-40w-220v| 96!/,” 11%" 10” 100 5672 qd rite 
$5726B C5726B | +4 |. 48’-40w-110v| 96!1/,”| 117,”| 10” 100 5672 
$5727A | C5727A | *4 | 48”-40w-220v| 481/,”| 21 Wa 10” 100 5673 Lighting. Inc. 
$5727B C5727B | *4 | 48’-40w-110v} 48!/4"| 21%/2”| 10” 100 5673 


ST. LOUIS, MISSOURI 
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+These fixtures are twolamp-lengthslong. *These fixtures are for four lamps parallel. 


Schedule O Discounts 


Two Types of Reflectors Are 
Available ... Specular Alzak 
and White Baked Enamel 





FIXTURE WITH WHITE BAKED 
ENAMEL REFLECTOR 





FIXTURE WITH ALZAK REFLECTOR 


Dag Brite 
Lighting. Inc. 

ST. LOUIS, MISSOURI 
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RECESSED LOUVER FIXTURES 


For 24'', 36° and 48° Fluorescent Lamps 





Recessed louver fixtures for smart, modern lighting effects in stores, 
offices, public buildings, etc. 

They are manufactured in single units as listed in schedule below. 
Two types of reflectors are available — Specular ALZAK and white 
baked enamel. Louvers are finished in white or aluminum baked 
enamel (specify color) and are removable for easy access to interior 
of fixture. 

Ceiling frames are heavy gauge die-rolled zee-bar shape. 

Steel frames are finished in baked white or aluminum enamel (specify 
color). Roughing boxes are galvanized iron with knockouts conveniently 
located for electrical connections. 

All fixtures are wired, lamp starters and ballasts included. 
Standard Package — One fixture. 

Note — Plaster Frames are available; see details page 23. 


FOR LAMPS BOX SIZE | Approx. | 














CATALOG | Weight Plaster 
: Frame 
No. | Each No 
No. Size Length | Width | Depth Lbs. ; 
Fixtures with Specular Alzak Reflectors 
$5824X 2 | 24”-20w-110v | 241/4” | 117” 8” 30 5660 
$5825AX 2 | 36’-30w-220v | 3614,” | 117” Soma 44 5661 
$5825BX | 2 | 36”-30w-110v| 361/44,” | 117” 8” ae 5661 
S$5826AX 2 | 48’-40w-220v | 481/,” | 11%” | 8” | 5S 5662 
$5826BX 2 | 48”-40w-110v} 4814” | 1174” | 8” 53 5662 
$5827AX *4 | 36”-30w-220v | 721/4” | 1174” 8” 82 5663 
$5827BX *4 | 36’-30w-110v | 721/44” | 1174” Sea 82 5663 
$5828AX *4 | 48”-40w-220v | 961/44” | 117/49” 8” 100 5664 
S5828BX *4 | 48”-40w-110v | 96!1/,” | 117” 8” 100 5664 





Fixtures with White Baked Enamel Reflectors 























$5825AZ 2 |36’-30w-220v | 3614," | 1174" | 8” 48 | 5661 
S5825BZ 2 |36’-30w-110v| 361/44” | 117%" | 8” 48 | 5661 
S5826AZ 2 | 48"-40w-220v| 4814,” | 1174" | 8” 58 | 5662 
S5826BZ | 2 |48"-40w-110v| 481/44” | 1174" | 8” 58 | 5662 
$5827AZ *4 | 36’"-30w-220v | 721/4” | 1174" | 8” 90 | 5663 
$5827BZ *4 | 36’-30w-110v| 7214” | 1174" | 8” 90 | 5663 
$5828AZ *4 | 48"-40w-220v | 961/," | 1174” | 8” | 110 | 5664 
$5828BZ *4 | 48"-40w-110v| 9614" | 1174" | 8” | 110 | 5664 


* These fixtures are two lamp-lengths long. 


Schedule O Discounts 


With Specular 
Alzak Reflectors 


CEILING LUMINAIRES 


For 24°, 36" and 48”’ Fluorescent Lamps 





Illustrating Two, Three and Four-Light Fixtures 


Shallow ceiling units designed for use in lobbies, reception halls, public Por a ee me 
buildings, stores and similar places. The bodies are made of steel and 1 
are supplied in any standard lacquer color. Reflectors are Specular 











starters and ballasts, ready for installation. 





Alzak and are designed for wide-spread illumination. Fixtures are ~ ree / 
fastened to ceiling through mounting holes in back plate. Knockouts \ int A 
‘\ | é 
are provided for electrical connections. a \ | / J 
Sy A 

These fixtures are available in units for two, three and four rows of Ry & AL i 
lamps — 24” 20-watt, 36” 30-watt and 48” 40-watt size. a Gis ! | + MT aa ol 

s P VO | blob 
All fixtures are furnished completely wired with sockets, lamp te Suess =“ 





























Catalog FOR LAMPS DIMENSIONS Weight 
No. No. Size Height | Width Length Each 
5224 | 2 24’—20w—110v 41; 1215" 241/," 16 lbs. 
5324 | 3 | 24"—20w—110v 41h eni6* 241/,” 18 lbs. 
5424 4 | 24"—20w—110v 41/5" 191/,” 241/,” 20 lbs. 
5236A 2 36’—30w—220Vv 417,” 121/," 36/4” 24 lbs 
5236B 2 36’”—30w—110v VA OS PALA 361/,” 24 lbs 
5336A 3 36’”—30w—220v 41/.” 16” 361/,” 27 lbs 
5336B 3 36”—30w—110v 4\/.” 16” 36/4,” 28 lbs e 
5436A 4 36’”—30w—220v 41/.” 191/.” 361/,” 30 lbs 
5436B 4 36’—30w—110v 41/." 1914.” 361/,” 30 lbs 
5248A 2 48’—40w—220v 41/,” Lay, Tae 22 Ibs 
5248B 2 48’”—40w—110v 4i/.” 121," 481/,” 32 lbs en 
5348A 3 48”—40w—220v 41/." 16” 481/," 36 lbs qd rite 
5348B 3 48”—40w—110v 416" 16” 481/,” 37 lbs Hg ee 
54484 4 48”—40w—220v 416" 19/2" 481/,” 40 lbs Lighting. Inc. 
5448B 4 48”—40w—110v 2 ST. LOUIS, MISSOURI 
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ESCENS 
See FIXTUR 















RIV | 





FIXTURES 





FOR TWO 48”-40 WATT FLUORESCENT LAMPS 


Better Seeing .. . 


Complete . . . Ready to Install 


For Better Production The “TWO-FORTY™ is completely wired with Tulamp 

The “7WO-FORTY™ wipes out all harsh shadows... ballast, starting compensator, lamp starters, 
eliminates eye strain . . . reduces spoilage and rejects heavy duty 6-ft. rubber-covered cord and plug. 
. . and provides ideal seeing conditions for all Can also be furnished without cord and plug and 
types of work. unwired. See listing in schedule. It is arranged for 
Open ends provide wider distribution of light with either pipe or chain suspension and the reflector is 
sufficient upward illumination to minimize glare. hinged for easy access to interior of fixture. Simply 


Also making the fixture easier to clean. 


hang it up, install the lamps and plug it in. 


With Porcelain Enameled Reflector... Permanent Efficiency... Easy to Clean 





TWO TYPICAL ~ TWO-FFORTY™ INSTALLATIONS 


ETF 





In a Modern Bakery In a Large Textile Mill 
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DAY-BRITE LIGHTING, INC., ST. LOUIS, MISSOURI 


~TWO-FORTY” 


Porcelain Enameled Reflector — Made in one 
piece and accommodates two 40-watt lamps. Day- 
Brite porcelain enamel has a reflection factor of 
from 78 to 82% and provides a permanent, highly 
efficient diffuse reflecting surface. 


Outside Finish — Outside of fixture is light gray 
porcelain enamel. Hood of fixture finished in light 
gray baked enamel. 


Switch Knockout — A %/p” knockout is provided in 
both sides of hood for installation of pull-chain 
switch. Switch is not included. 


CATALOG NUMBERS 


Schedule SX Discéunts 


SPECIFICATIONS 


Wiring and Control Equipment — The 
*“TWO-FORTY™ is completely wired with sockets, lamp 
starters, starting compensator, 6-foot heavy-duty 
3-wire rubber-covered cord, plug and high power- 
factor Tulamp ballast for either 110-125, 199-216, 
or 220-250 volt A. C. operation. Fixtures can also 
be furnished wired without cord and plug and 
unwired. See schedule. 


Total Wattage — Lamps and ballast consume 
approximately 100 watts. 


Standard Package — One fixture packed in indi- 
vidual carton. 





FOR LAMPS 


UNWIRED WIRED 





Without Cord and 
Plug — Otherwise 
Complete 


Size and Plug 


Without Cord 


DIMENSIONS 
Approx. 


Power- 
Factor 


WIRED 


Shipping 
Weight 


With Cord 


and Plug Width 


Length 





240BW 
240CW 
240A W 


48”—40w—110-125v 
48”—40w—199-216v 
48”—40w—220-250v 


240B 
240C 
240A 








Mounting Brackets for Chain Hangers 





Hinged for Easy Accessibility 











240BX 
240CX 
240AX 


52” 
52 " 
52” 


95-100 | 
95-100 
95-100 


31 lbs. 
31 lbs. 
31 lbs. 


13'/." 
131/.” 
131/44" 











THE “T(WO-FORTY 


IS EASY TO INSTALL AND MAINTAIN 


For Chain Suspension — Two detachable mounting brack- 
ets are provided in top of fixture. 


For Pipe Suspension — Two !/,” knockouts are located in 
top of fixture hood on 36” centers for installing !/2” iron pipe 
hangers. If pipe hangers are used, the cord and plug is not 
necessary. 


Hinged Top — By simply removing two screws, fixture can 
be swung open and is rigidly supported by three stout hinges. 
All parts are easily accessible for replacement or for making 
wire connections. 


Note — Chain or Pipe hangers are not included. 


LIGHTING DATA ON THE “W\WO-FZORTY™ 


The table of foot-candle intensities shown below has 
been prepared as an aid in determining the lighting 
results obtained with the “TwO-fORTY*, using both 
Daylight and White Fluorescent lamps, based on 


Average Foot-Candle Intensities Under Average 
Conditions 


average conditions. Mounting heights shown are 
distances above floor and foot-candle readings are 
taken on the working plane 30” above the floor after 
lamps have been in use 100 hours. 


meaenete CURVE 








Area Per 
Unit 


Approximate Mounting 


With White Lamps 


With Daylight Lamps 





Spacing Height 
Four Rows 


of Units 


Two Rows 
of Units 


Two Rows 
of Units 


Ze. 
Four Rows Ge TT\NSS 
of Units 








r2extl2! 














S 
ww 
Ze 





For Localized Lighting — Single units mounted 42” above the working plane will provide 
from 40 to 70 foot-candles. If units are mounted continuous, end to end, over long benches, 


they will provide from 70 to 95 foot-candles. 


DAY-BRITE LIGHTING, INC., ST. LOUIS, MISSOURI 
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For Inspection, 
Color- Matching, 
Production, etc. 


INSPECTION FIXTURES 


For 18°, 24°, 36. and 48° Fluorescent Lamps 


With Porcelain Enamel and Specular Alzak Reflectors 





One-Light 


Typical Distribution Curves 
SS 5 a ze 
APPL AY NA 


fj 


Pf} 


4 


7. 


Specular Alzak 
Reflector Reflector 


Porcelain Enamel 


Stem and Chain Hangers 


No. 1620 — Stem Hanger, lacquered (3 ft. long). 
One required for each fixture. 


No. 1621 — Chain Hanger, lacquered (3 ft. long). 
Two required for each fixture. 


DaqBrite 
Lighting. Inc. 
ST. LOUIS, MISSOURI 
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Two-Light Three-Light 


Many applications will be found for these inspection fixtures for lighting 
production lines, inspection benches, assembly benches, composing 
stones, type cases, laboratories, grading tables, tailoring shops and 
countless other industrial locations where color-matching or daylight 
quality illumination is required. 


These fixtures are finished in machinery gray baked wrinkle enamel 
and are available with porcelain enamel or specular ALZAK reflectors. 
Distribution curves of these two types of reflectors are shown at left. 


All fixtures are furnished wired and are complete with ballasts, two 
hooks at top for mounting, switch, cord and plug. 


A '/," pipe flange at top center of fixture in place of hooks is optional. 
If desired in this manner, specify when ordering. Cord and plug will 
be omitted and an 8-foot wire lead will be extended through flange. 


2 Z a 


h— 73%" sta oe 4" a 153%" ———-+ 


ONE-LIGHT TWO-LIGHT 


53 a 


THREE-LIGHT 
















































































With Porcelain With Specular 
Enamel Reflectors Alzak Reflectors For Lamps | Body Std. 

Cat. Weight Cat. Weight ; Length Pkg. 

No. | Each No. Each nS: Size 
1640 13 lbs. 1645 13 lbs. ] 18”-15w-110v 181%,” 
1650 17 lbs. 1655 16 lbs. 2 18”-15w-110v 181/,” 
1660 21 lbs. _ 1665 20 lbs. 3 18”-15w-110v 181/,” 
1641 16 lbs. 1646 16 lbs. ] 24’—20w-110v 241/," 
1651 22 lbs. 1656 21 lbs. 2 24”-20w-110v 2411/4” 
1661 25 lbs. 1666 23 lbs. S: 24”-20w-110v 241/," 
1642A 20 lbs. 1647A 19 lbs. ] 36’-30w-220v 36/4" 
1642B 21 lbs. 1647B 20 lbs. ] 36”-30w-110v 361,” 
1652A 28 lbs. 1657A 26 lbs. 2 36”-30w-220v 361/4” 
1652B 28 lbs. 1657B 26 lbs. 2 36”-30w-110v 3614,” 
1662A 33 lbs. 1667A Sislbs: 3 36”-30w-220v 3614,” 
1662B 34 lbs. 1667B 32 lbs. 3 36”-30w-110v 361/4" 
1643A 27 lbs. 1648A 27 lbs. ] 48”—-40w-220v 481/," 
1643B 28 lbs. 1648B 27 lbs. ] 48”-40w-110v 481/,” 
1653A 38 lbs. 1658A 36 lbs. Pe 48”-40w-220v 481/," 
1653B 38 lbs. 1658B 36 lbs. Pe 48”-40w-110v 481/," 
1663A | 41 lbs. 38 lbs. 3 48”-40w-220v 
1663B 42 lbs. 39 lbs. 3 48”-40w-110v 





FLUORESCENT LIGHT STRIP 


For 18°’, 24’, 36°’ and 48” Fluorescent Lamps 


A complete strip lighting system for 18”, 24”, 36”, and 48” 
lamps. Available for single and double row installations. 
This system has many applications for illuminating coves, 
niches, luminous panels and for decorative lighting of all 
kinds. Also for exposed mounting on ceilings for general 
illumination. 


: OF SS 
Pf 


END CAP 


SERVICE BOX 





Complete Assembly of Large Channel 
(No. 4800) for Tulamp Ballasts for 
Single and Double Rows of Lamps 


Complete Assembly of Small 
Channel (No. 8800X) for 
One-Lamp Ballasts 


Complete Fixtures for one lamp or any number of lamps that may be 
required for a continuous installation can be easily assembled from 
parts listed on the following pages. The No. 8800X Channel accom- 
modates any of the control units now being manufactured for use with 
fluorescent lamps, except Tulamp ballasts for 30- and 40-watt lamps. 
For installations involving the use of the Tulamp ballasts No. 4800 
Channel is listed complete with Channel Covers, Reflectors, and Fit- 
tings on page 32. Both types of channel are furnished in standard 12’ 
lengths. However, they can be furnished in cut sections, see listing 
on page 34. Mounting holes and 14” knockouts are located in back of 
channel. 


Snap-On Channel Covers for use with No. 8800X and No. 4800 
Channel are available in baked aluminum enamel, porcelain enamel 
and polished chromium finishes. Asymmetric and Symmetric reflectors 
are listed in porcelain enamel and specular Alzak for use with both one- 
light and two-light channel. 


All Channel Covers are punched for mounting sockets and lamp start- 
ers. Reflectors can be installed after covers and channel have been 
assembled. 


Ballast Clamps are listed for use with both types of channel. Two of 
these clamps are required for each ballast used. 


Blank Capping is available for both types of channel and is furnished 
in 18” lengths to be cut as required for filling in on channel where lamps 
are not employed. 


A complete installation includes — (1) Channel, (2) Snap-On 
Channel Covers, (3) Ballast Clamps, (4) Service Box or End Caps, and 
(5) Coupling if installation is over 12’ long. Asymmetric and Symmetric 
reflectors in porcelain enamel or specular Alzak and Cast Aluminum 
Ornamental End Plates can be applied if required. 





Schedule S Discounts 


General information pertaining to 

installation and details of Day-Brite 

Fluorescent Light Strip that is listed 
on the following pages. 


Easily Assembled . . . Few Parts 
No Small Bothersome Fittings 





Punch out '/,” knockout as required ‘or 
electrical connection. Fasten Channel 
securely with screws, expansion shields, 
toggle bolts, etc. 





Install Service Box and End Caps. They 
can be bolted direct to Channel before 
installation if desired. 





Install Ballasts in Channel by means of 
Ballast Clamps. Connect wire leads to 
sockets and line (instructions given on 
Ballast housing). Fasten sockets to Chan- 
nel Covers (screws are included with sock- 
ets for this purpose). 





‘Snap Channel Covers into aa by press- ~ 
ing firmly on top. Install lamps and 
installation is complete. 





For installations over 12’ in length coup- 
lings are required, 


Daq Brite 
Lighting. Inc. 
ST. LOUIS, MISSOURI 
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Channel-Cover —=| 
_ Ballast Clamp (No. 8805) 
2 ee 
Service Box a at 
(No. 8802) Channel (No. 8800X) r— 3" 


illustrating Complete Installation 
*FOR ONE-LAMP BALLASTS - 





<"No:8802 


COUPLING SERVICE BOX 


Nos8o3 > NO.8804 
END CAP BLANK CAPPING 


NO.8805 BALLAST CLAMP 
TWO REQUIRED FOR EACH 
BALLAST USED 


Snap-On Channel Covers 





No. 8810 Series 
BAKED ALUMINUM FINISH 
No. 8820 Series 
PORCELAIN ENAMEL FINISH 
No. 8830 Series 
POLISHED CHROMIUM FINISH 


DayBrite 
Lighting. Inc. 
ST. LOUIS, MISSOURI 
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FLUORESCENT LIGHT STRIP 


No. 8800X Series —FOR ONE ROW OF LAMPS 


Channel, Fittings and Snap-on Channel Covers for 18, 24", 36" 
and 48°’ Fluorescent Lamps 


UNWIRED 


A complete installation includes (1) Channel, (2) Channel Covers 
(size and number depends upon lamps used), (3) Ballast Clamps, 
(4) Service Box or End Cap and (5) Coupling if installation is over 
12’ long. Asymmetric and Symmetric reflectors in porcelain enamel 
or specular Alzak can be applied if required. These reflectors are 
listed on page 31. 


CHANNEL AND FITTINGS 


Standard Package 





Catalog DESCRIPTION 
No. Quantity | Weight 


Chennel Only: (12’ lengths.) Has '/2” knockouts 
8800X | and screw holes 12” on center in back. Made of TPZ 8 || FA) Misys. 
20 gauge galvanized iron, unfinished. 


8801 Channel Coupling: For connecting sections of Vy Ib 
channel together when installation is over 12’ long. Die 


8802 Service Box: For feed end of system. Furnished 2 lbs 
with four !/,” knockouts and removable top plate. ; 


End Cap: Used for closing end of channel. Pro- 
8803 vided with '1/,” knockout for electrical connection 1 lb. 
in event service box is not used. 


Blank Capping: Furnished in 18” lengths and 
finished in baked aluminum enamel. For filling in 
on channel where lamps are not used. 


Ballast Clamp: Slips into lower lip in back of 
channel and holds ballast in place. Two required 
for each ballast. 








ONE-LIGHT 
SNAP-ON CHANNEL COVERS 


Standard Package 
Quantity | Weight 


DESCRIPTION 


Beked Aluminum Enamel Finish 


Channel Cover for one 18”-15w Lamp 12 10 lbs. 
Channel Cover for one 24”-20w Lamp 12 13 lbs. 
Channel Cover for one 36”-30w Lamp 10 lbs. 
Channel Cover for one 48”-40w Lamp 13 lbs. 


Porcelain Enamel Finish 


Channel Cover for one 18”-15w Lamp 8 lbs. 
Channel Cover for one 24’—-20w Lamp 10 lbs. 
Channel Cover for one 36”-30w Lamp 8 lbs. 
Channel Cover for one 48’-40w Lamp 10 lbs. 


Polished Chromium Finish 


Channel Cover for one 18’—-15w Lamp 10 lbs. 
Channel Cover for one 24”—20w Lamp 13 lbs. 
Channel Cover for one 36’—-30w Lamp 10 lbs. 
Channel Cover for one 48’-40w Lamp 13 lbs. 




















The listings above are for unwired and unassembled parts only 
and do not include sockets, lamp starters, or ballasts. Com- 
pletely wired and assembled Light Strip is listed on page 35. 


Note — No. 8800X Channel can be furnished in 18”, 24”, 36”, 48”, 
72” and 96” lengths. See page 34. 


ONE-LIGHT REFLECTORS 


For Use With No. 8800X Channel and 
No. 8810 Series Snap-On Channel Covers 


For 18, 24’, 36” and 48” Fluorescent Lamps 


These Reflectors can also be used with No. 4810 Series 
Channel Covers and No. 4800 Tulamp Channel 


These reflectors are made for easy attachment to No. 8810 
Series Snap-On Channel Covers, and are punched to clear 
sockets and lamp starters so that they can be applied after the 
Channel and Covers have been wired and assembled. Coupling 
clips are furnished at ends so that reflectors can be fastened 
together for greater rigidity on continuous installations. Cast 
Aluminum Ornamental End Plates for use with these 
reflectors are listed below. 


ASYMMETRIC REFLECTORS 


No. 8850 Series - ALZAK (SPECULAR) 


Catalog Standard Package 
Description 





No. Quantity| Weight 
8850A Reflector only for one 18” Lamp 6 4 lbs. 





8850B Reflector only for one 24” Lamp 5 lbs. 
8850C Reflector only for one 36” Lamp 5 lbs. 
8850D Reflector only for one 48” Lamp 5 lbs. 





6 
4 
3 


No. 8860 Series — PORCELAIN ENAMEL (DIFFUSE) 


Standard Pack 
Catalog Dereription andard Package 
po: Quantity| Weight 
8860A Reflector only for one 18” Lamp 6 10 lbs. 





8860B Reflector only for one 24” Lamp 6 12 lbs. 
8860C Reflector only for one 36” Lamp 4 12 lbs. 
8860D Reflector only for one 48” Lamp 3 12 lbs. 





SYMMETRIC REFLECTORS 


No. 8855 Series — ALZAK (SPECULAR) 


Standard Package 
Quantity| Weight 


Catalog 





Description 





5 lbs. 
5 lbs. 
5 lbs. 


Reflector only for one 24” Lamp 6 
Reflector only for one 36” Lamp 4 
Reflector only for one 48” Lamp 3 








Reflector only for one 18” Lamp 6 4 lbs. 


No. 8865 Series — PORCELAIN ENAMEL (DIFFUSE) 





























Standard Package 

Catalog D heres ODE Seek oe 
Noo Length escription Quantity Weight 
8865A 18” Reflector only for one 18” Lamp 6 10 lbs. 
8865B 24” Reflector only for one 24” Lamp 6 12 lbs. 
8865C Reflector only for one 36” Lamp 4 12 lbs. 
8865D Reflector only for one 48” Lamp 3 12 lbs. 








CAST ALUMINUM ORNAMENTAL END PLATES 
For Use With All Reflectors Listed Above 






Standard Pkg. 





Cat. Description | 

No. (Type) Quantity | Weight 
8808 Asymmetric | 3 pair | 2 lbs. 
8809 Symmetric 3 pair | 2 lbs. 




















Schedule $ Discounts 







Illustrating Complete Assembly of Light 
Strip with Asymmetric Reflectors and 
Cast Ornamental End Plates 


ASYMMETRIC REFLECTORS 


No. 8850 Series—ALZAK (SPECULAR) 
No. 8860 Series—PORCELAIN ENAMEL 


sez! DISTRIBUTION 5 









WIZZ 
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SYMMETRIC REFLECTORS 


No. 8855 Series—ALZAK (SPECULAR) 
NAMEL 
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Dag Brite 
Lighting. Inc. 
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Schedule § Discounts 





WITH ONE hee 
ROW COVERS 


WITH TWO 
ROW COVERS 


Illustrating Complete Installations 
*FOR TULAMP BALLASTS > 


—— 4 


NO.4800 CHANNEL 


V 


NQ4807 NO4804 
BLANK CAPPING 


' 


COUPLIN 


‘ NO.4805 


BALLAST CLAMP 
TWO REQUIRED 


48C6 NO4803 
END PLATES 


No. 4810 Series—BAKED ALUMINUM FINISH 
No. 4820 Series—PORCELAIN ENAMEL FINISH 
No. 4830 Series—POLISHED CHROMIUM FINISH 


FOR TWO LAMPS 





No. 4870 Series—BAKED ALUMINUM FINISH 
No. 4860 Series—PORCELAIN ENAMEL FINISH 
No. 4880 Series—POLISHED CHROMIUM FINISH 


Dag Brite 
Lighting. Inc. 
ST. LOUIS, MISSOURI 
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FLUORESCENT LIGHT STRIP 


UNWIRED 


No. 4800 Series FOR TULAMP BALLASTS 
For 18°, 24°, 36° and 48° Fluorescent Lamps 


A complete installation consists of (1) Channel, (2) Snap-on Channel 
Covers (size and number depends upon lamps used), (3) Ballast Clamps, 
(4) End Caps and (5) Coupling if installation is over 12’ long. Asym- 
metric and Symmetric reflectors in porcelain enamel or specular Alzak 
can be applied if required. These reflectors are listed on page 31 for 
one lamp and page 33 for two lamps. 


Catalog 
No. 


4800 


4801 


4803 


4804 


4805 


4806 


4807 


Catolog 








Channel Only: (12’ lengths.) Has '/)” knockouts 
and screw holes approx. 1958” on center in back. 


CHANNEL AND FITTINGS 


Description 


Made of 20 gauge galvanized iron, unfinished. 


Channel Coupling: For connecting secticns of 
channel together when installation is over 12’ long. 
End Cap: For use with one-lamp channel covers. 
Used for closing end of channel. Provided with a 


1," knockout for electrical connections. 


Blank Capping: For use with one-lamp channel 
covers. Furnished in 18” lengths and finished in 
baked aluminum enamel. Can be cut for filling 


in on channel where lamps are not used. 


Ballast Clamp: Slips into lower lip in back of 
channel and holds ballast in place. Two required 


for each ballast. 


End Cap: For use with two-lamp channel covers. 
Used for closing end of channel. Provided with 


1/," knockout for electrical connections. 


Blank Capping: For use with two-lamp chan- 
nel covers. Furnished in 18” lengths and finished in 
baked aluminum enamel. Can be cut for filling 


in on channel where lamps are not used. 


ONE-LAMP SNAP-ON CHANNEL COVERS 
STANDARD PACKAGE 





Description 


Baked Aluminum Enamel Finish 


Channel Cover for one 18”-15w Lamp 
Channel Cover for one 24”-20w Lamp 
Channel Cover for one 36’-30w Lamp 
Channel Cover for one 48’-40w Lamp 


Porcelain Enamel Finish 


Channel Cover for one 18"-15w Lamp 
Channel Cover for one 24”—20w Lamp 
Channel Cover for one 36’-30w Lamp 
Channel Cover for one 48”-40w Lamp 


Polished Chromium Finish 


Channel Cover for one 18’-15w Lamp 
Channel Cover for one 24”"-20w Lamp 
Channel Cover for one 36”-30w Lamp 
Channel Caver for one 48"-40w Lamp 





STANDARD PACKAGE 
Quontity | Weight 


72 ft. 


10 


Quartity 





TWO-LAMP SNAP-ON CHANNEL COVERS 








110 tbs. 


3/4 Ib. 
1 Vy lbs. 


3'/, lbs. 


3/, Ib. 


1'/, lbs. 


4 lbs. 


Weight 


STANDARD PACKAGE 

















Catalog A290 

No Length Description Guaniyilewean 

Baked Aluminum Enamel Finish 
4870A 18” Channel Cover for two 18"-15w Lamps 12 17 lbs. 
4870B 24” Channel Cover for two 24”-20w Lamps 12 22 lbs. 
4870C 36” Channel Cover {ér two 36”"-30w Lamps 6 17 lbs. 
4870D 48” Channel Cover for two 48”"—-40w Lamps 6 | 22 lbs. 
Porcelain Enamel Finish 
4860A 18” Channel Cover for two 18”-1Sw Lamps 12 13 lbs. 
4860B 24” Channel Cover for two 24”-20w Lamps 12 16 lbs. 
4860C 36% Channel Cover for two 36”-30w Lamps 6 13 lbs. 
4860D 48” Channel Cover for two 48”-40w Lamps 6 16 lbs. 
Polished Chromium Finish 

4880A 18” Channel Cover for two 18”-15w Lamps 12 14 lbs, 
4880B 24” Channel Cover for two 24’-—20w Lamps 12 18 lbs. 
4880C 36” Channel Cover for two 36”-30w Lamps 6 14 lbs. 
4880D 48” Channel Cover for two 48”-40w Lamps 6 18 lbs. 


The listings above are for unwired and unassembled parts only and do notinclude 
sockets, lamp starters, or ballasts. Completely wired and assembled Light Strip is 


listed on page 36. 


Note — No 4800 Channel can be furnished in 36”, 48”, 72” and 96” lengths. See page 34. 


TWO-LIGHT REFLECTORS 


FOR TWO LAMPS PARALLEL 


For Use With No. 4800 Channel and No. 4870 Series 
Snap-On Channel Covers 


For 18, 24, 36” and 48’ Fluorescent Lamps 
° 


These reflectors are made fer easy attachment to No. 4870 
Series Snap-On Channel Covers, and are punched to clear 
sockets and lamp starters so that they can be applied after the 
Channel and Covers have been wired and assembled. Coupling 
clips are furnished at ends so that reflectors can be fastened 
together for greater rigidity on continuous installations. Cast 
Aluminum Ornamental End Plates for use with these reflec- 
tors are listed below. 


ASYMMETRIC REFLECTORS 


No. 4890 Series — ALZAK (SPECULAR) 





| Standard Package 














Catalog | L | oe 

No. spol | PIL Quantity| Weight 
4890A 18” Reflector only for two 18” Lamps 6 5 lbs. 
4890B 24” Reflector only for two 24” Lamps 6 7 lbs. 
4890C 36” Reflector only for two 36” Lamps 4 7 lbs. 
4890D 48” Reflector only for two 48” Lamps 3 7 lbs. 











No. 4875 Series — PORCELAIN ENAMEL (DIFFUSE) 






Catalog Standard Package 











| . . 

No. Length | Description | Quantity Weight 
4875A 18” Reflector only for two 18” Lamps 6 15 lbs. 
4875B 24” Reflector only for two 24” Lamps 6 20 lbs. 
4875C 36” Reflector only for two 36” Lamps 4 20 lbs. 
4875D 48” Reflector only for two 48” Lamps 3 20 lbs. 


SYMMETRIC REFLECTORS 


No. 4855 Series — ALZAK (SPECULAR) 





| Standard Package 





Length | Description 





Catalog 

No. | | | Quantity| Weight 
4895A 18” Reflector only for two 18” Lamps 6 5 lbs. 
4895B 24” Reflector only for two 24” Lamps 6 7 lbs. 
4895C SOM Reflector only for two 36” Lamps 4 7 lbs. 
4895D 48” Reflector only for two 48” Lamps 3 7 lbs. 





No. 4885 Series — PORCELAIN ENAMEL (DIFFUSE) 


Standard Package 





Description 
Quantity| Weight 


Reflector only for two 18” Lamps 6 15 lbs. 








Reflector only for two 24” Lamps 6 20 lbs. 
Reflector only for two 36” Lamps 4 20 lbs. 
Reflector only for two 48” Lamps 3 20 lbs. 








CAST ALUMINUM ORNAMENTAL END PLATES 
For Use With All Reflectors Listed Above 


















Cat. Description | Standard Pkg. 

No. (Type) | Quantity| Weight 
4808 | Asymmetric | 3 pair | 3 lbs. 
4809 | Symmetric 3 pair | 3 lbs. 












Schedule S Discounts 





Illustrating Complete Assembly of Light 
Strip with Asymmetric Reflectors and 
Cast Ornamental End Plates 





ASYMMETRIC REFLECTORS 
No. 4890 Series — ALZAK (SPECULAR) 






DISTRIBUTION Bee>* 
CURVES va 






SYMMETRIC REFLECTORS 


No. 4895 Series — ALZAK (SPECULAR) 
No. 4885 Series — PORCELAIN ENAMEL 


PAZ 





ST. LOUIS, MISSOURI 
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Schedule S$ Discounts 


SHORT CHANNEL SECTIONS LIGHT STRIP ACCESSORIES 


FOR SINGLE UNIT APPLICATIONS 


Pere ier tap RAE ARTS - Short Channel Sections 


; ee Short sections of Nos. 8800X and 4800 Channel, to be used in 
mm a conjunction with one and two-light Channel Covers, Fittings 
and Reflectors listed on pages 30, 31, 32, and 33. 


These are available in various lengths as listed in the schedule 
below. They are finished in kaked aluminum enamel and 
have knockouts in back for various mounting arrangements 
and electrical connections. 


KO.FOR HOOK KO.FOR SWITCH 


SHORT LENGTHS OF No. 8800X CHANNEL 





: 18”, 24”, 36”, &. Catalog 

















L Will Accommodate Channel Covers and | STANDARD PACKAGE 
ength 

48” SECTIONS No. Reflectors for Number of Lamps Quantity | Weight 
8800A is} 1—18’ 12 18 lbs. 
8800B 24” 1—24” 12 23 lbs. 
8800C 36” 1— 36” 6 18 lbs. 
: 8800D 48” 1—48” 6 23 lbs. 
KO.FOR HOOK KO.FOR SWITCH 2a 8800E 72" 2—36” 6 36 lbs. 
a 8800F 96” 2—48” 6 46 lbs. 





SCREWHOLE \ 


" 72"& 96" SECTION 
eee SHORT LENGTHS OF No. 4800 CHANNEL 


Will Accommodate Channel Covers and | STANDARD PACKAGE 
Reflectors for Number of Lamps Quantity Weight 





Catalog | 
NS) | Length 


4800C 36” 1Fors2——36" 6 26 lbs. 
4800D 48” 1 or 2—48” 6 34 lbs. 
4800E IPAS 2 or 4—36” 6 52 lbs. 
4800F 967 2 or 4—48” 6 68 lbs. 











'NO/886 OR 887 | 








vf . 
@ 


Mounting Clamps, Brackets 
and Adjustable Fittings 








Nos. 883 and 884 No. 885 Nos. 886 and 887 No. 882 No. 888 
Mounting Adjustable Ceiling Bench Ceiling 
Brackets Ratchet Fitting Clamps Clamp Flange 


Bench Clamp — (No. 882) Can be used with 3” pipe and provides both 

vertical and swivel adjustment and portability. 

Mounting Brackets —No. 883 for use with No. 8800X Channel and 

No. 8900 Series Wired Units, and No. 884 for use with No. 4800 Channel and 

No. 4900 Series Wired Units. They are easily attached to Channel or units 

after they have been assembled and wired. For use with 3” iron pipe. 

Adjustable Ratchet Fitting — (No. 885) Used in conjunction with Mount- 

ing Brackets Nos. 883 and 884 will provide adjustment of lighting equipment 

to any angle. 

Ceiling Clamps — (Nos. 886 and 887) For installing assembled and wired 
Light Strip direct to ceiling. Also used in connection with Transom Bar Bracket. 

Preenee Cast Ceiling Flange — (No. 888) Accommodates 3/” iron pipe. 
W<—_ No.889 . Transom Bar Bracket — (No. 889) Used in connection with ceiling clamps 
TRANSOM BAR BRACKET Saal : for mounting units to transom bar. See illustration at left. 


Catalog STANDARD PACKAGE 
Quantity | Weight 


Bench Clamp 2 41/> lbs. 
Mounting Bracket for 8800X Channel 10 21/2 lbs. 





Description 





TRANSOM BAR 











Mounting Bracket for 4800 Channel 10 3 lbs. 
Adjustable Ratchet Fitting for 3/g” Pipe 4 2 lbs. 
ae — Ceiling Clamp for 8800X Channel 10 2 lbs. 
ay rite Ceiling Clamp for 4800 Channel 10 2 Ibs. 
ast Ceiling Flange 2 lbs. 
Lighting. Inc. Transom Bar Bracket ee Oba: 
ST. LOUIS, MISSOURI PIPE NOT INCLUDED 
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WIRED LIGHT STRIP 


For One Row of Lamps 


For 18", 24" 36 and 48° Fluorescent Lamps 
(USING No. 8800X CHANNEL) 


Wired With One-Lamp Ballasts 


Complete assembled light strip for one row of lamps available 
in continuous lengths. This equipment is wired with sockets, 
ballasts, lamp starters and end fittings ready for installation. 
Long continuous sections will be furnished with all necessary 
fittings and parts for complete installation. The channel has 
screw holes and !/,” knockouts in back on 12” centers for 
mounting and electrical connections. A 1/2” knockout is located 
in each end cap. Service box can be furnished in place of 
end cap, if desired. See illustration. 


Porcelain enameled and specular Alzak reflectors, both asym- 
metric and symmetric shape, are listed on page 31. These 
reflectors can be applied to wired light strip after it is installed. 
If reflectors are to be employed, the light strip with baked alumi- 
num enamel channel covers should be used. 


One-Light Wired Light Strip 
With BAKED ALUMINUM ENAMEL Channel Covers 










BASIC LAMP LENGTH 















Approx. 

Set FOR LAMPS Weight Each 

: Non Size Length Lamp Length 
W8810A 1 18’-15w-110v 191/,” 5 lbs. 
W8810B 1 24”—-20w-110v 251%,” 6 lbs. 
W8810CA 1 36”’-30w-220v Sw pe! 8 lbs. 
W8810CB il 36”-30w-110v 371/44" 9 lbs. 
W8810DA 1 48”"—-40w-220v 10 lbs. 
W8810DB 1 48”—40w-110v 11 lbs. 





One-Light Wired Light Strip 
With PORCELAIN ENAMEL Channel Covers 


BASIC LAMP LENGTH 


Approx. 
Weight Each 
Lamp Length 





Catalog FOR LAMPS 
No. 





Size 


W8820A 18”-15w-110v 4 5 lbs. 





W8820B 24”-20w-110v /4 6 lbs. 
W8820CA 36”-30w-220v 4 8 lbs. 
W8820CB 36”-30w-110v /4 9 lbs. 
W8820DA 48”—-40w-220v /4 10 lbs. 
W8820DB 48”—-40w-110v 11 lbs. 











One-Light Wired Light Strip 
With POLISHED CHROMIUM Channel Covers 
BASIC LAMP LENGTH 


Catalog FOR LAMPS 
No. 


Approx. 
Weight Each 
Lamp Length 





Size 


wss30A | ive SueblOv 5 Ibs. 


W8830B 24”-20w-110v /4, 6 lbs. 
W8830CA 36”-30w-220v /4 8 lbs. 
W8830CB 36”-30w-110v /4 9 lbs. 
W8830DA 48”—40w-220v /4 10 lbs. 
W8830DB 48”-40w-110v 11 lbs. 

















Schedule S$ Discounts 


4 
SERVICE BOX 


j 

ie | 
El 

| 

4 


END CAP 


ILLUSTRATING WIRED LIGHT STRIP 
FOR ONE ROW OF LAMPS 


No. W8810 Series 

With Baked Aluminum Channel Covers 
No. W8820 Series 

With Porcelain Enamel Channel Covers 
No. W8830 Series 

With Polished Chromium Channel Covers 





Huntington Woods Market, Royal Oak, Mich. 


This Equipment Has Many Varied 
Applications ... For Lighting 
Coves, Niches, Wallcases ... For 
Decorative General Lighting, etc. 


Lighting. Inc. 
ST. LOUIS, MISSOURI 


Dag Brite 
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Schedule S Discounts 





ILLUSTRATING WIRED LIGHT STRIP 
FOR ONE ROW OF LAMPS 


No. W4810 Series 
With Baked Aluminum Channel Covers 


No. W4820 Series 
With Porcelain Enamel Channel Covers 


No. W4830 Series 
With Polished Chromium Channel Covers 


WIRED WITH TULAMP BALLASTS 


—— 40 — 





ILLUSTRATING WIRED LIGHT STRIP 
FOR TWO LAMPS PARALLEL 


No. W4870 Series 
With Baked Aluminum Channel Covers 


No. W4860 Series 
With Porcelain Enamel Channel Covers 


No. W4880 Series 
With Polished Chromium Channel Covers 


WIRED WITH TULAMP BALLASTS 


Dagqbi Brite 


Lighting. Inc. 
ST. LOUIS, MISSOURI 
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WIRED LIGHT STRIP 


For One and Two Rows of Lamps 


For 18, 24, 36° and 48° Fluorescent Lamps 


WIRED WITH TULAMP BALLASTS 
(USING No. 4800 CHANNEL) 


Complete assembled light strip for one row of lamps, and two 
lamps parallel, available in continuous lengths. Wired with 
sockets, Tulamp ballasts*, lamp starters and end fittings 
ready for installation. Continuous wired strip of any length 
can be furnished. Maximum single length for shipping pur- 
poses 12’. Sections can be coupled on installation. Couplings 
and all necessary parts for complete installation are included. 
This equipment is listed basically for 36” and 48” lamps with 
18” and 24” lamp lengths available for fill-in. Wired strip 
for one row of lamps is set up on a basic length of two 
lamps long. 


The channel has screw holes and !/,” knockouts in back for 
mounting and electrical connections. A !/2” knockout is located 
in each end. 


Porcelain enameled and specular Alzak reflectors, both asym- 
metric and symmetric shape, are listed on page 31 for one- 
lamp light strip and page 33 for two-lamp light strip. These 
reflectors can be applied to wired light strip after it is installed. 
If reflectors are to be employed the light strip with baked alumi- 


num enamel channel covers should be used. 
*Single ballast used on odd lamp. 


FOR ONE ROW OF LAMPS 


BASIC LAMP. LENGTH 
FOR LAMPS 


Approx. 
Weight Each 





Catalog 


No. | 





Length 


Nae Size | | Lamp Length 


With Baked Aluminum Enamel Channel Cevers 


W4810CA 36”-30w-220v 12\/," 12 lbs. 
W4810CB 2 36”-30w-110v 72/4" 12 lbs. 
W4810DA 2 48”-40w-220v 961/,” 15 lbs. 
W4810DB 2 48”-40w-110v 9617,” 15 lbs. 


With Percelain Enamel Channel Covers 


W4820CA 2 36’—-30w-220v Wf 12 lbs. 
W4820CB 2 36”-30w-110v yp 12 lbs. 
W4820DA 2 48”-40w-220v ip 15 lbs. 
W4820DB 2 48”-40w-110v 15 lbs. 


With Pelished Chromium Channel Covers 


W4830CA 2 36"-30w-220v 72\4" 12 lbs. 
W4830CB 2 36”-30w-110v 7721/4" 12 lbs. 
W4830DA 2 48”-40w-220v 961,” 15 lbs. 
W4830DB 2 48”—40w-110v 961/,” 15 lbs. 

















FOR TWO LAMPS PARALLEL 


BASIC LAMP LENGTH 
Approx. 


FOR LAMPS Weight Each 


| Sina | Length Lamp Length 








Catalog 
No. 





No. 


With Baked Aluminum Enamel Channel Sovees 


W4870CA 2 36”-30w-220v 361," 16 lbs. 
W4870CB 2 36”-30w-110v 361/,” 16 lbs. 
W4870DA 2 48”—40w-220v 481/," 19 lbs. 
W4870DB 2 48”-40w-110v 481/,” 19 Ibs. 


With Porcelain Enamel Channel Covers i 


W4860CA 2 36”-30w-220v /4 16 lbs. 
W4860CB 2 36”-30w-110v /4 16 lbs. 
W4860DA 2 48”-40w-220v /4 19 lbs. 
W4860DB 2 48”—40w-110v 19 lbs. 











W4880CB 2 
W4880DA 2 
W4880DB 2 


36”-30w-110v 16 lbs. 
48”-40w-220v 4" 19 lbs. 
48”-40w-110v 's 19 lbs. 





W4880CA 2 | 36’-30w-220v 16 lbs. 


WIRED UNITS 
FOR ONE OR TWO LAMPS 
For 18, 24’, 36° and 48° Fluorescent Lamps 


Complete units furnished wired with lamp sterters, ballasts, 
sockets and 3-foot wire lead. Levolier pull switch or toggle 
switch and cord and plug can be furnished if desired. 


These units consist of Channel, End Caps and Channel Covers 
in various finishes as listed below. 


Two-light units are furnished with Tulamp high power-factor 
ballasts. 


Finish — Channel and end fittings are finished in baked 
aluminum enamel. 


Standard Package — One fixture. 


ONE-LAMP WIRED UNITS 









































Catalog FOR LAMPS Fixture : 
No. No. Size Length paclant 
With Baked Aluminum Enamel Channel Covers 
8910 1 18”—15w—110v 1914,” 5 lbs. 
8911 l 24”"—20w—110v 251," 6 lbs. 
8912A 1 36’—30w—220v vaya 8 lbs. 
8912B 1 36’—30w—110v CWA 9 lbs. 
8913A 1 48”—40w—220v 491/,” 10 lbs. 
8913B 1 48”—40w—110v 491/,” 11 lbs. 
With Porcelain Enamel Channel Covers 
8920 1 18’—15w—110v 191/44” 5 lbs. 
8921 | 24”—20w—110v 251/," 6 lbs. 
8922A ] 36’”—30w—220v SLU Ae 8 lbs. 
8922B 1 36’”—30w—110v Sau 9 lbs. 
8923A 1 48”—40w—220v 491/,” 10 lbs. 
8923B 1 48’—40w—110v 491/,” 11 lbs. 
With Polished Chromium Channel Covers 
8930 I 18’—15w—110v 191/,” 5 lbs. 
8931 1 24”—20w—110v PAV Od 6 lbs. 
8932A 1 36’—30w—220v 37/4” 8 lbs. 
8932B 1 36’”—30w—110v 3771/4” 9 lbs. 
8933A 1 48’”—40w—220v 491/,” 10 lbs. 
8933B 1 48”—40w—110v 491/,” 11 lbs. 
TWO-LAMP WIRED UNITS 
Catalog | FOR LAMPS Fixture : 
No. | No. Size | Length pole 
With Baked Aluminum Enamel Channel Covers 
4970 2 18’—15w—110v 1817," 10 Ibs. 
4971 2 24”—20w—110v 241/," 12 lbs. 
4972A Z 36”—30w—220v 361/,” 16 lbs. 
4972B 2 36’—30w—110v 361/4” 16 lbs. 
4973A 2 48”—40w—220v 481/,” 20 lbs. 
4973B 2 48”—40w—110v 481/,” 20 lbs. 
With Porcelain Enamel Channel Covers | 
4960 2 18’—15w—110v 181/,” 10 lbs. 
4961 2 24”—20w—110v 241/,” 12 lbs. 
4962A 2 36’—30w—220v 361/4” 16 lbs. 
4962B 2 36’—30w—110v 361/4" 16 lbs. 
4963A 2 48”—40w—220v 481/,” 20 lbs. 
4963B 2 48’”—40w—110v 481/,” 20 lbs. 
With Polished Chromium Channel Covers 
4980 2 18’—15w—110v 181/,” 10 lbs. 
4981 2 24”—20w—110v 241/,” 12 lbs. 
4982A 2 36”—30w—220v 361/,” 16 lbs. 
4982B 2 36”—30w—110v 361/4” 16 lbs. 
4983A 2 48’—40w—220v 481/,” 20 lbs. 
4983B 2 48”—40w—110v 481/43" 20 lbs. 


Schedule S Discounts 





ONE-LAMP WIRED UNITS 


No. 8910 Series 

With Baked Aluminum Channel Covers 
No. 8920 Series 

With Porcelain Enamel Channel Covers 
No. 8930 Series 

With Polished Chromium Channel Covers 





 'WO-LAMP WIRED UNITS 


No. 4970 Series 
With Baked Aluminum Channel! Covers 


No. 4960 Series 
With Porcelain Enamel Channel Covers 


No. 4980 Series 
With Polished Chromium Channel Covers 


KO.FOR HOOK KO.FOR SWITCH 


SCREW HOLE 


ILLUSTRATING. ARRANGEMENTS IN TOP OF 
FIXTURES FOR MOUNTING AND ELECTRICAL 
CONNECTIONS. 





Lighting. Inc. 
ST. LOUIS, MISSOURI 
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Schedule S$ Discounts 





ASYMMETRIC TYPE 


No. 8950 Series — ALZAK (Specular) Reflectors 
No. 8960 Series — PORCELAIN ENAMEL Reflectors 


ez = setae DISTRIBUTION 
CURVES 


,ALZAK 








SYMMETRIC TYPE 


No. 8955 Series — ALZAK (Specular) Reflectors 
No. 8965 Series — PORCELAIN ENAMEL Reflectors 


DISTRIBUTION 
CURVES 





PORCELAIN 





Daq Brite 
Lighting. Inc. 
ST. LOUIS, MISSOURI 
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ONE-LIGHT WIRED UNITS 


For 18, 24, 36° and 48" Fluorescent Lamps 
e 


With Asymmetric and Symmetric 
Specular Alzak or Porcelain Enamel Reflectors 


Complete units furnished wired with lamp starters, 
ballasts, sockets and 3-foot wire lead. Levolier pull 
switch or toggle switch and cord and plug can be furnished 
if desired. Units are complete with end caps, channel cov- 
ers, Cast Ornamental End Plates and either specular 
Alzak or porcelain enamel reflectors as listed below. 


Finish — Channel, end caps, channel covers and Cast 
Ornamental End Plates, baked aluminum enamel. 


Standard Package — One fixture. 


With ALZAK (Specular) ASYMMETRIC Reflectors 


















Catalog BORA LAM ES Fixture Weight 
No. Na | Size | Length Each 
8950 1 18’—15w—110v 191/,” 6 lbs. 
8951 1 24”—20w—110v 251/,” 7 lbs. 
8952A 1 36”—30w—220v 371/,” 10 lbs. 
8952B 1 36’—30w—110v 371/," 11 lbs. 
8953A ] 48”—40w—220v 491/,” 12 lbs. 
8953B 1 48”—40w—110v 491/,” 13 lbs. 





With PORCELAIN Enamel ASYMMETRIC Reflectors 


R LAMP. 
Catalog os : Fixture 
N 


°. Length 





Size 


8960 18’—15w—110y 191/,” 





8961 24”—20w—110v 
8962A 36”—30w—220v 
8962B 36”—30w—110v 
8963A 48”—40w—220v 
8963B 48”—40w—110v 








With ALZAK (Specular) SYMMETRIC Reflectors 


























Catalog RSLS TIS Fixture Weight 
No. No. ere Length Each 
8955 1 18’—15w—110v 191/44” 6 lbs. 
8956 1 24”"—20w—110v 251/," 7 Ibs. 
8957A ] 36”—30w—220v Syl 10 lbs. 
8957B 1 36’”—30w—110v 371/4” 11 lbs. 
8958A 1 48”—40w—220v 491/,” 12 lbs. 
8958B 1 48’”—40w—110v 491/,” 13 lbs. 


With PORCELAIN Enamel SYMMETRIC Reflectors 


F 
Catalog che helo Fixture 


No. Size Length 


8965 18”—15w—110v 1914,” 
8966 24”—20w—110v 25/4" 
8967A 36”—30w—220v 371/,” 
8967B 36”—30w—110v 371/," 
8968A 48”—40w—220v 491/,” 
8968B 48”—40w—110v 491/," 


Note — These fixtures can be furnished without Cast Ornamental End 
Plates if desired. 























KO.FOR HOOK K.O.FOR SWITCH 


ILLUSTRATING ARRANGEMENTS IN TOP OF 
FIXTURES FOR MOUNTING AND ELECTRICAL 
CONNECTIONS. 





TWO-LIGHT WIRED UNITS 
* TWO-LAMPS LONG « 


For 36° and 48’ Fluorescent Lamps 
° 


With Asymmetric and Symmetric 
Specular Alzak or Porcelain Enamel Reflectors 


Complete units furnished wired with lamp starters, 
ballasts, sockets and 3-foot wire lead. Levolier pull 
switch or toggle switch and cord and plug can be furnished 
if desired. Units are complete with end caps, channel cov- 
ers, Cast Ornamental End Plates and either specular 
Alzak or porcelain enamel reflectors as listed below. 


Finish — Channel, end caps, channel covers and Cast 
Ornamental End Plates, baked aluminum enamel. 


Standard Package — One fixture. 


With ALZAK (Specular) ASYMMETRIC Reflectors 


Catalog CORES Fixture 
N 


°. Size Length 
36”—30w—220v 
36’—30w—110v 
48’—40w—220v 
48”—40w—110v 











8952AX 
8952BX 
8953AX 
8953BX 








Fixture 


Catalog 
No. Length 


Size 


FOR LAMPS | 





8962AX 
8962BX 
8963AX 
8963BX 


36’”—30w—220v 1317," 
36’—30w—110v 
48’—40w—220v 
48”—40w—110v 


Catalog 39s lah Fixture 
N 


°. Length 


Size 
8957AX 36’—30w—220v 73/4" 
8957BX 36”—30w—110v 
8958AX 48”—40w—220v 
8958BX 


48”—40w—110v 














FOR LAMPS 





°. 





Size 


Catalog | Weight 
N Each 
| 
| 








8967AX 
8967BX 
8968AX 
8968BX 


Plates if desired. 


KO.FOR HOOK 


36”—30w—220v 
36’—30w—110v 
48”—40w—220v 
48’—40w—110v 


K.O.FOR SWITCH 


SCREW HOLE 


21 lbs. 
23 lbs. 
25 lbs. 
27 lbs. 


Note — These fixtures can be furnished without Cast Ornamental End 





ILLUSTRATING ARRANGEMENTS IN TOP OF 
FIXTURES FOR MOUNTING AND ELECTRICAL 
CONNECTIONS. 








Schedule S Discounts 





ASYMMETRIC TYPE 


No. 8952AX Series — ALZAK (Specular) Reflectors 
No. 8962AX Series— PORCELAIN ENAMEL Reflectors 


DISTRIBUTION 
CURVES 


.ALZAK | 








SYMMETRIC TYPE 


No. 8957AX Series — ALZAK (Specular) Reflectors 
No. 8967AX Series —PORCELAIN ENAMEL Reflectors 







SS \i 
DISTRIBUTION fSe_ < -2r 
Hi OS =< 
UU) WN 
HHH 


PORCELAIN 


Dag Brite 
Lighting, Inc. 
ST. LOUIS, MISSOURI! 
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Schedule S$ Discounts 







ASYMMETRIC TYPE 


No. 4990 Series — ALZAK (Specular) Reflectors 
No. 4975 Series — PORCELAIN ENAMEL Reflectors 


CURVES 


SOLA 


O40 





SYMMETRIC TYPE 
No. 4995 Series — ALZAK (Specular) Reflectors 
No. 4985 Series — PORCELAIN ENAMEL R 
ses seu _ DISTRIBUTION x 
CURVES 


PORCELAIN 





Dag Brite 
Lighting. Inc. 
ST. LOUIS, MISSOURI 
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TWO-LIGHT WIRED UNITS 


e TWO-LAMPS PARALLEL e 


For 18, 24’, 36° and 48° Fluorescent Lamps 
s 


With Asymmetric and Symmetric 
Specular Alzak or Porcelain Enamel Reflectors 


Complete units furnished wired with lamp starters, 
Tulamp ballasts, sockets and 3-foot wire lead. 
Levolier pull switch or toggle switch and cord and plug 
can be furnished if desired. These units consist of chan- 
nel, end caps, channel covers, Cast Ornamental End 
Plates and either specular Alzak or porcelain enamel 
reflectors as listed below. 


Finish — Channel, end caps, channel covers and Cast 
Ornamental End Plates, baked aluminum enamel. 


Standard Package — One fixture. 
With ALZAK (Specular) ASYMMETRIC Reflectors 


F MP 
Catalog ag Fixture 


No. 





Size 


4990. | [e"==15 waa! 10y 





4991 24’—20w—110v 
4992A 36’—30w—220v 
4992B 36’”—30w—110v 
4993A 48”—40w—220v 
4993B 48”—40w—110v 











With PORCELAIN Enamel ASYMMETRIC Reflectors 





















Catalog : BEDS Sal ive Fixture | Weight 
No. Ne | cite Length Each 
4975 | 2 18”—15w—110v LW 1Siaee i ots lbe: 
4976 AE 24”—20w—110v r 241," ~) ~ 1 Silks, 
4977A 2 36’—30w—220v 66) eels: 
4977B | 2 36’”—30w—110v 361/,” 21 lbs. 
4978A Z| 48”—40w—220v 481/,” 27 lbs. 
4978B | 2 48”"—40w—110v | 4814," | 27 lbs. 


FOR LAMPS 
Catalog i Alte Fixture 


No. | Length 


4995 18’—15w—110v 181/,” 
4996 24”—20w—110v 


4997A | IUe36" ee cO we 2204 








4997B 36’”—30w—110v 
4998A 48”—40w—220v 
4998B 48”—40w—110v 


FOR LAMPS 
Catalog 


No. 





| Size 
4985 18”’—15w—110v 
4986 24”—20w—110v 
4987A 36’—30w—220v 
4987B 36”—30w—110v 
4988A | 48”—40w—220v 
4988B 48”—40w—110v 











Note — These fixtures can be furnished without Cast Ornamental End 
Plates if desired. 


KO.FOR HOOK 
SCREW HOLE 


KO.FOR SWITCH 


ILLUSTRATING ARRANGEMENTS IN TOP OF 
FIXTURES FOR MOUNTING AND ELECTRICAL 
CONNECTIONS 





Schedule § Discounts 


FOUR-LIGHT WIRED UNITS 
* TWO-LAMPS PARALLEL « 


For 36° and 48° Fluorescent Lamps 
e 


With Asymmetric and Symmetric 
Specular Alzak or Porcelain Enamel Reflectors 


Complete units furnished wired with lamp starters, 
Tulamp ballasts, starting compensators, sockets 
and 3-foot wire lead. Levolier pull switch or toggle 
switch and cord and plug can be furnished if desired. 
Units are complete with end caps, channel covers, Cast 
Ornamental End Plates and either specular Alzak or 


porcelain enamel reflectors as listed below. ASYMMETRIC TYPE 





Finish — Channel, end caps, channel covers and Cast : 
Ornamental End Plates, baked aluminum enamel. No. 4992AX Series—ALZAK (Specular) Reflectors 


Standard Package — One fixture. 0. 4977AX Series—PORCELAIN ENAMEL Reflectors 


L 
























lon 
With ALZAK (Specular) ASYMMETRIC Reflectors DISTRIBUTION ee 
S 
Catalog ie cmoe Fixture Weight aN C u R V ES 
No. Te Each an 
4992AX 36”—30w—220v Vs 35 lbs. WA .ALZAK | ATT 
4992BX 36”—30w—110v 4 35 lbs. CNS Te i 
4993AX 48”—40w—220v i 42 ibs. PEN sa ae 
4993BX 48”—40w—110v "4 42 lbs. PORCELAIN beet 
fate] 





Catalog SEL alg Fixture 


No. a: Lengih 
Size 


4977AX 36”—30w—220v 72/4" 
4977BX 36”—30w—110v I PANY 
4978AX 48”—40w—220v 961/,” 
4978BX 48”—40w—110v 961/4” 























With ALZAK (Specular) SYMMETRIC Reflectors , os am giesn =) cance ra 


Catalog BEL Fixture 


No. Length 





Size 


4997AX 36’—30w—220v 
4997BX 36”—30w—110v 
4998AX 48”—40w—220v 
4998BX 48”—40w—110v 




















F 
Catalog SL lhe Fixture 


No. | Size benoit SYMMETRIC TYPE 
4987BX 36’—30w—110v i No. 4997AX Series—ALZAK (Specular) Reflectors 
4988AX 48”—40w—220v /4 No. 4987AX Series—PORCELAIN ENAMEL Refle 


4988BX 48’—40w—110v 
DISTRIBUTION 


Note — These fixtures can be furnished without Cast Ornamental End 
CURVES 


Plates if desired. 
ALZAK 
PORCELAIN 

















KO.FOR HOOK KOFOR SWITCH 


SCREW HOLE 





Daub = 
ILLUSTRATING ARRANGEMENTS IN TOP OF @ |! f rite 
FIXTURES FOR MOUNTING AND ELECTRICAL 

CONNECTIONS. Lighting. inc. 
ST. LOUIS, MISSOURI 
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Schedule S Discounts 





ONE-LAMP UNWIRED UNITS 


No. U8910 Series 

With Baked Aluminum Channel Covers 
No. U8920 Series 

With Porcelain Enamel Channel Covers 
No. U8930 Series 

With Polished Chromium Channel Covers 





TWO-LAMP UNWIRED UNITS 


No. U4970 Series 

With Baked Aluminum Channel Covers 
No. U4960 Series 

With Porcelain Enamel Channel Covers 
No. U4980 Series 

With Polished Chromium Channel Covers 


KO.FOR HOOK KO.FOR SWITCH 
SCREW HOLE 
Ye" KO's. 


ILLUSTRATING ARRANGEMENTS IN TOP OF 
FIXTURES FOR MOUNTING AND ELEGTRICAL 
CONNECTIONS. 


Dag Brite 
Lighting. Inc. 
ST. LOUIS, MISSOURI 
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UNWIRED UNITS 


Without Reflectors, Ballasts, Sockets or Lamp Starters 


FOR ONE AND TWO LAMPS 


For 18'', 24, 36. and 48° Fluorescent Lamps 
a 


These knock-down units are listed for one and two lamps, 
18”, 24”, 36” and 48” size. They include channel, end caps, 
ballast clamps and snap-on covers (cover finishes listed in 
schedule below). Channel and end fittings are finished in 
baked aluminum enamel. 


Two-lamp units will accommodate Tulamp ballasts. 


By adding reflectors and Cast Ornamental End Plates listed 
on pages 31 and 33, complete reflector units can be made. 


ONE-LAMP UNWIRED UNITS 




































Catalog FOR LAMPS E-xtore Standard Package 
No. No. | Size Length | Quantity Weight 
With Baked Aluminum Enamel Channel Covers 
U8910 1 18’—15w 191/44” 12 34 lbs. 
U8911 1 24”—20w 251/44” 12 40 lbs. 
U8912 1 36’”—30w 371/," 6 34 lbs. 
U8913 1 48”—40w 491/,” 6 40 lbs. 
With Porcelain Enamel Channel Covers 
U8920 1 18’—15w 191/4” 12 32 lbs. 
U8921 i} 24”—20w 251/44" 12 37 lbs. 
U8922 1 36’—30w 371,” 6 32 lbs. 
U8923 1 48”—40w 491/,” 6 37 lbs. 
With Polished Chromium Channel Covers 
U8930 1 18’—15w 191/4” 12 34 lbs. 
U8931 1 24”—20w 251/,” 12 40 lbs. 
U8932 i 36’”—30w SWAY AY 6 34 lbs. 
U8933 1 48’—40w 491/,” 6 AO lbs. 


Catalog 
No. 


With Baked Aluminum Enamel Channel Covers 


TWO-LAMP UNWIRED UNITS 





FOR LAMPS 





No. 


With Porcelain Enamel Channel Covers 


2 
2 


With Polished Chromium Channel Covers 


2 
2 
2 
2 


Size 


18’—15w 
24”—20w 
36’—30w 
48”—40w 


18’—15w 
24”"—20w 
36’”—30w 
48’—40w 


18”’—15w 
24”—20w 
36”—30w 
48”—40w 








Fixture 
Length 


181/4” 
241/,” 
361/4” 
481/,” 





181/,” 
241/," 
361/4” 
481/,” 


181/,” 
241/,” 
361/,” 
481/,” 











Standard Package 








Quantity 


12 
12 
6 
6 


12 
12 
6 
6 


12 
12 
6 
6 


Weight 











HOSPITAL LIGHTING FIXTURES 


For 48° Fluorescent Lamps 


“a 
« > 


—) 


CROSS SECTION THROUGH OPERATING ROOM 


Lighting equipment for operating rooms must meet many rigid require- 
ments demanded for this particular type of work. It must be specifically 
designed so as to provide maximum intensities in the operating area 
and at the same time, be free from shadows and glare. 


Another very important requirement for this type of lighting demands 
that while the highest intensities possible must be provided, the light 
must be cool. Fluorescent lamps provide the ideal solution to this 
problem in that they provide high intensities at minimum wattages 
for cool, shadowless, glare-free illumination. In fact, the radiant heat 
given off by Fluorescent lamps is only one-fifth of that given off by 
incandescent sources of equal wattages. 


Day-Brite Operating Table Fixtures are designed to be adaptable to 
various applications. A complete system consists of one center fixture 
for four 48” lamps and four side fixtures for two 48” lamps each. These 
fixtures are installed on the ceiling, above the operating table in direct 
relation to their beam characteristics. Each individual installation must 
be laid out by us before fixtures are installed in order to insure satis- 
factory results. Send complete details of operating room, such as 
measurements of room, location of table, etc. 


Fixtures are made of steel and are finished in white baked enamel. 
Reflectors are SPECULAR ALZAK ALUMINUM and are engineered to 
provide maximum controlled output of illumination. All units are wired 
with Tulamp ballasts which practically eliminates stroboscopic effect. 
Starting compensators are included. All necessary knockouts are pro- 
vided for electrical connections. 


Standard Package — One set for a complete installation. (One Center 
Fixture and Four Side Fixtures.) 


Catalog FOR LAMPS 
No. 





Length | Weight 
Size 





110 lbs. 
65 lbs. 
65 lbs. 


8760B 48”—40w—110v 
8770A 48”—40w—220v 
8770B 48”—40w—110v 


8760A 48”—40w—220v YA 110 lbs. 


Schedule O Discounts 


HIGH INTENSITY 
LIGHTING... FOR 
OPERATING TABLES 























PLAN OF OPERATING ROOM 








‘IO 
CENTER FIXTURE -—— 
For Four 48” —40 watt Lamps 





SIDE FIXTURE ———- |? 72" —-—- — 
For Two 48”—40 watt Lamps 


Dag Brite 
Lighting. Inc. 
ST. LOUIS, MISSOURI 
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Schedule S Discounts 


VELVALUME 


FOR 


48° 40-watt 
FLUORESCENT LAMPS 


A FLUTEX GLASS 
S| BS aan | as) 





The Day-Brite YELUVALUME will provide more light of a softer quality 
for all difficult visual tasks such as accounting, bookkeeping, billing, 
clerical work, drafting, layout work and kindred occupations. Its smooth 
appearance will harmonize with the finest architectural treatments and 
add a decorative touch to any interior. It is available for three and 
four 48’”—40 watt fluorescent lamps and is especially designed and 
recommended for direct ceiling mounting only. 


Smooth in Design . . . Rich in Appearance 


General body of fixture is satin and polished finish. The smoothly stream- 
lined cast aluminum ornamental ends have cleverly concealed louvers 
that highlight the fins, thus enhancing the general luminous appear- 
ance of the fixture. 


Specifically Engineered for Maximum Efficiency 


The side panels are of a newly designed high transmission SATINOL 
finished FLUTEX glass having an ornamental pattern that blends with 
the smart lines and modern appearance of the fixture. The SATINOL 
process increases diffusion and affords soft, restful illumination, and 
at the same time assures minimum depreciation. 


The interior of the fixture is finished in baked white enamel providing 
a diffuse reflecting surface of maximum efficiency. 





Arranged for Easy Installation 


Typical Distribution Curve The VELUALUME is designed for easy installation. The entire fixture 
f th body is hinged to the ceiling plate and is easily opened for access to 
of the the interior for servicing. Ceiling plate is provided with all necessary 
mounting holes and knockouts for electrical connections. 
VELVALUME Fixtures are completely wired, ready to install. They include Tulamp 
ballasts, sockets, lamp starters and starting compensators. 
e Standard Package — One fixture. 




















FOR LAMPS DIMENSIONS 















* ; Catalog | Weight 
T. M. Reg. U.S. Pat. Off.; Design Pats. Applied For Nr ey Size |< Lenotheal es Width alee Denil | 
5773A* 3 | 48”’—40w—220v Pre Geel Ae gly” | 75 lbs. 
RM SSS = 5773B* 3 | 48”—40w—110v | Ae) 14° 914” 75 lbs. 
Gg rite 5774A | 4 48”—40w—220v_ | teh en 0% be 944” | 85 lbs. 
Y 5774B 48”—40w—110v__ | 2” | 147.0) Gig". ee SS Ibe 
Lighting. Inc. *One Tulamp and one one-lamp ballast used in three-light fixtures provides 85% 


ST. LOUIS, MISSOURI power-factor. 
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ALPHABETICAL INDEX 


BANK CAGE LIGHTING Page 


Bari SCrEGIUL IXtTeSMN ME Mica eae is. ee ce wae nee Meu 8 nS ona aes} 9 
Dealse later bixtures emer eter ers Sot it KU, CLL Bk key 9 


4X\ 
— 977. 
Ise" 


COMMERCIAL LIGHTING 

RSORIETICTLAITULITI CIS OS MERRIE MrT ME Ma on ence ce hy ae OS. By 4 is aa Pers hw 25 
Cotfermbixtures: sOpenand.Glassilype. = ent es Ge Ke} 
Commercial Unitse mera metaree tet ce ee ee Bagdad eee. ov ek 22 
SUORTIIC@S LINCSILEASIGy Pax tit @S Meme eel ee. Bee NOs ie disk hyo eee 18 
CeCe ti bak tr OS i meee ht ras Prete ata i teen Se el rw oN 18 
Indirechinghtinge lL rough Sm me mera me te etre en) ee ere 19 
SEE ei IV Es ee ce eee ese ee yd. an Saas Glebe cc eke wos 20-21 


SAS TOCGT ES ktIOS Sree omc A ee rit, «ees UG Sea ssc ap A es We 


RAV LV UV be, ee cee eee Bearers bet) tee bee, I, SG eo, 44 


DISPLAY LIGHTING 


ACI uSta OIG GrOCKOL © IXtULOS Wer ec. Pe ee oe a ea seve ha! wy hs 
Continwousrbracketybixtures mime memes armen enn Cm mena err ee rs 
Dressing; lablertixturesme mare en ne reer oe a ee ea ete en a 
Fitting pRoompLixturesmeee tl ee itm eer cice I) > hic) cus cote. io, 
Over-Showcdserhixturesmier salem ates ae eee an ee et Sees Shi oe anus 
PACHUTOULAGNTIGhe IXtures parte ern ee Oe oy Grated 6, Ok ela) youd ae ton aed 
ShowcasetAssemblics a-ak Oe er not) OR Se So, 


Showcase UriitseeOne-light: souees oy ak. eee bse ws. 4 ee ese fs?) e, ths 
Wallcasetbaxtures— Unitsiand Continuous nee) einen ns eee ae 
Wallt Display fixtures murs cn steer es ca leer ny ee Oo eG Se, hee 


DRAFTING TABLE LIGHTING 


Drafttings dble.bixturesie gigi sks Potro Be & We Bo ed ST whl 5 0S 


HOSPITAL LIGHTING 


Operating: Lable Units t-eema umn rn rn a Bee en ae) Oe a,  Faoge os 


INDUSTRIAL LIGHTING 


TrispecHorn. Fixtures sites. iene se) Me co) te Mn eG Mtarh te ekle oe og 28 


“ad OREO) Tal OTe po Rae OL , ee ee Oe Sol ee mene 


LIBRARY TABLE LIGHTING 


LADrarye GblG:E i xtUrOs i etme in See Cy ee ess ee cep as Lae 


LIGHT STRIP 


General: Information facia) Gee? whee sae hel) ed aes as 
HorOne) Rowofmuampsn UNWIRED) ian ercits en neste tereeieu sitet otto rs 
One-Light: Reflectors team tie cuken  te ee cc. « By nto i ohare ie 
Horm. dlamprballaste UNV Links) ete ested.) . eet) ee 
FL WOsLAGHt eetleCrOre fuewe te As eet ue eh ep tad ok ea Mos Eph Gee ety oa 
ChanneliSections and Accessories sment enn eae es 
Wired: Light strip -— One-Light cea...) winds vo fon en a ee ee ek 
Wired lnght Strip — One and Two-Light). .03.: sb ms = se es wes 
One and Two-Light Wired Units —No Reflectors .............., 
One-Light Wired Units — With Reflectors. .........++++++8-.4 
Two-Light Wired Units — With Reflectors (Two Lamps Long) 
Two-Light Wired Units — With Reflectors (Two Lamps Parallel) 
Four-Light Wired Units — With Reflectors (Two Lamps Long) 
Unwired Units— One and Two-Lamp .........2.-++.s+-+++ee-s 


SHOW WINDOW LIGHTING 


Show. Window Footlights:o sie’ < [o) schemes cet eee ee ate Se ee oe age pe Oy 
Show Window Reflectore ss (61a. e le Pn he Wa oe sete apie tee Bas 


ree ae) aC heh x) 





13 


Dag Brite 
Lighting. Inc. 
ST. LOUIS, MISSOURI 


Numerical Index 


Cat. No. Code Page Cat. No. Code Page Cat. No. Code Page Cat. No. Code Page 
FY lee lantieemeceere 5 88822-". cae ddp cess 34 143240 Cyuomenerets 6 2248 Bee goiter. sane il 
F2Z1ee roe. ldpaens sees 5 889 soso ha 34 1433 222 dyname..... 6 2315S See Gyreeee ees 17 
te LF pono! lapisvacececs 5 914 ee. Cidour se. ae 3 1440 2th. one @iSrarasaryee 5 2g16 Stee ae golem....... 17 
P22 ieee ees eb iannaab ose 5 QS reece’: gibbemaceant 3 1441 eer ae deism erie 5 2324 vncleneee golfscccsmens 7, 
FY 32 con circ serene 5 94022 oe qardgesreree ll 14420 oe. deste eee 5 2336A........ Golader seer 17 
FZ3 eee ae lore fe tans 5 QA a acs Garbeeesseres 14432707 roe deityiaerteta ter 5 2336B........ GOoner.scere 17 
Lee oc oie. Vell. ccwe sess 3! OCS renee eee arg went 8 1444 Oa. ee hion My cureoer 5 2348A........ GOuGzeeteee 17 
12B Yolen versace 3 966 aia vs datiC see 8 1445 ot ces hiero se vsit 5 2348B........ goober...... 17 
1 Ree oe YUGA ss ecasc 3 970 Jee 5 ie cas gqarblessacn. 1] 1446 Fee Tiny steve acess 5 KY § Re Sto demit. ca: 10 
14B eevee ee yacht... c.sst 3 O71 ihedeeet Garcons seder 11 1447 2% ee hink Waseca ce 5 AS A ge a get GOrsy eee ae 8 
Lae nls VOkeseem ori 3 LY eect Se oe eee garden...... 11 14483 lbilbaeatas ote 5 29518 ee gospel...... 8 
ISA eee YDIGS. ss acriee 3 O73 Pec ee ice. GALE. sce sien it 1449 fos testes him fc bce ves 5 PAS YAR Sie ices GOSsipsaews se 8 
140s cons. Qadessescese 3 O74 re es gargeteeee- 11 1620......... Glaireerneeer 28 295338 ee gothmeerianen 8 
1S rele Rete oe Qaduinerraee 3 CY fei orn aac Garis here reret 1l 1621 e aes Glaivenecustel. 28 7A LT Reem cece gothioss.. se. 18 
Lag cee ee qdelicuuccesr S 9802532 Garlicusteiert 11 1640. 228": Gland secre 28 FALL Beran BAe GOuUges. eee 18 
143 Fahne Gafleruensec. 3 O81 aa deo garner...... 11 G41 SNe hene. glansiascn ss 28 2956 ee gouger...... 18 
144 oca eee a Gage. ence a. 3 Ty A eae Moh garnets... 11 1642A........ Glaves sss 28 2957 2 Fs ren qourd soe. 18 
1 Cees ae Gailyeeetecer 3 Lh Pare ercecr cette Qarran-seree ll 1642B........ Glazer. 28 2958A 7 qoutes. 18 
240A Gaberecncste 27 98455... Garretaseeeet a 1643A........ glean nee 28 2958B........ gouty sore 18 
240AW....... dabber...... PH | OBb oe @febaK) He coanc 11 1643B........ GIOVE wareveee 28 PALL; Baseocton GOvVerIne- eee 1 

240AX....... dabble...... 27 990 5s. eccccces Garlerserercte 11 1645 oo eee. glede....... 28 2O59B Mca: Gowns ease 18 
240B 2 oe. daceseeenenr 27 CL) Beever te ceils Gaxth eee ll 16465255225. Gleemeeme eee 28 2960A........ QxraCowseeeies 8 
240BW....... dadimensmieat 27 104052. darren 9 1647A........ glen asoeanee 28 2960B........ Grad eee 8 
240BX....... himerzeececies 27 104 coe dasestcusve. 9 1647Bre glibseer ce. 28 2961A........ Gradineeae 8 
2400 Fae. dadessmecnrcd PH 1042. ore: daswe...... 9 1648A........ Glideseennent: 28 2961B........ Graduseeeiee 8 
240CW....... Gadomneeent 27 1043 2). cc cserne daubeemere: 9 1648B........ guders-rriaie. 28 2962A........ Qraileen ver 8 
240CX....... daffejenecrees Pa 1044A....... daucmrmeria 9 1650 Se ches lif fcmiererrenne 28 2962B........ Grain eee 8 
412A eee Git. es teen 2 1044B........ Gaunt se 9 1GS1 vase cect glim/soen. 2 2963A........ Grantees cer 8 
Bod rae erate dag. accvssen 2 1045A <2 .: daguw.n. ss 9 1652A.......; gliomas sets 28 2963B........ Grama-se = 8 
41GR ee ok dago.eneseee 2 1045B........ COWss ss ae 9 1652B ovcescs gloat. cs.«. 28 2964 ee grange...... 18 
C20): Rae Mago. see 2 1046A........ dawkinccscs 9 1653A........ dlobe gee 4.2 5 28 2965 Soe cee granny. sos 18 
(LY Peers Ee daints scenes 2 1046B........ dawms.ecsit 9 1653B7.......- globin. 7... 28 2966 7 eae grape. .as.- 18 
ASB ove ores ddisse cn 2 1047A........ eds ve. ners fs) 1655). seer Gloom. sees 28 29672 Grapno. eee 18 
C+ Sane oes dakvecae 2 1047B 4-2-4, gallon s.<aa- 9 1656 °o 5.0 3a. gloomy...... 28 2968A........ Grass. rea 18 
a Siar 8 ee dawk. ssi: 2 108522". ce qausss..'..- 9 1657A........ glorids. seas. 28 2968B ieee grassy...... 18 
ALY: Wace trae daker-seeeree 2 1086.5 ee Gauzerceeees 9 1657B.5.2.-- Glonyeneneee 28 2969A........ GIalomernt 18 
Q24B cates dalton 2 1087A........ gavel... oe 9 1658A........ glossa....... 28 2969B........ graterse.. ae 18 
425A......... daleii.. 2% 2 1087B........ Gavidlaewae, 9 1658B........ glover. ..ee. 28 sas0 see ee Qravye-o.tee 13 
425B......... dalige tones 2 109075. 54 nes Gavotte 9 1660700. 2. gloze deere. 28 3231. hie eee Graze... 13 
G42A eiscea ts goleiacas wee 12 109] arse a GQWK.<<s0-< 9 1661 isa glicicease 28 Kee grebe....... 13 
642B oo aas ey. galedseescee 12 1092.6 ance e. Odette 9 1662A........ glueyseneine 28 PACK Fk el ce Hee greed....... 13 
643A......... galena...... 12 1093 saeco Gard leemerer 9 1662B........ glume 28 3510 eee dendyaceeeee 22 
643B 5.66263 galiot-es saan 12 1094A........ GazZesee oo 9 1663A....... glume....... 28 Soc Ac ae denesif tone 22 
Ue Caister Colles cocaas 10 1094B........ Gearaosten. 9 1663B........ lutzae 28 S511 B cose deniers ener 22 
G46A-e es galley..:<... 10 1095A Fe geckos... 9 16655002 gluten... 28 3590 iene dense....... 22 
646B Grodan. 10 1095B........ GOC@.ecoreues 9 166622505... glypiecmenere 28 S59IA S.C... dentysehee 22 
652A......... Gdloot ona. 12 1096A........ geest.....3.. 9 1G67A...>. qnarle es 28 3591Bic- derns. tence 22 
682B 2.265624 galore... , 2. 12 1096B........ geezer...... 1667B;22.45.. gnash.<..... 28 4800 2s. dessa a 32 
OS3SA Tc ces galoshwnaeee 12 1097A........ geld. Ue nas 9 1668A........ Qnatsemeecrs 28 4800C........ desse....... 34 
65S B20 cose: (a Tok eeera darts He © 12 1097B........ gelid: seas. si 9 1668B........ QUGW <n ase 28 4800D........ deters. sis<ee 34 
CEL iain maeeen gambit...... 10 L270 220 getup: 18 AZ20 ree gneiss....... 12 4800E........ detent. sen. 34 
G56A Me cee gamble..... 10 Pe be dae eae qhautesetaee 18 LIZ Li estectetnsre Qnomes- nie WA 4800F dette........ 34 
656B 22. >... gambol..... 10 L272 eee Quazineeniee 18 AZI2AL eee QnOmMICy.nen 12 SLU Dae orien deukr teen SZ 
6665. A see dye. st acteene 21 12730 teen ghetto....... 18 1772B Seecoee QnOsisnes ei 12 4803. ecccoat. deturbiaeeere: 32 
69055 noe. gamely.....10 1278s. ghout.... eee 18 WWI3A.. 5. ee: GUUes swt. 12 48045500. e. deuse...cee7 2 
6Slie eee. gamete.....10 L279 ie ence Giantereeere 18 WIISB eee ae Godaccsseeeele 4805 er anceee deuto...... 32 
O92A nce CAMs eae 10 1280A........ 3:60: decard...... 13 1780 Sore eee Goad ennacents 12 4806.2, devas. scemue 32 
692B ¥en oe. qamyeneeeee 10 1280B........ decayadecer 13 LI8i ena eee Goat... sete: 12 ASOT eucee devast...... 32 
TOS eee. gaminieeeee 10 1281AM ee decemmarntine 13 L782A vcecoe goanna..... 12 4808 sa 7. Ge deve'stccaee 3 
(Ob eae nee gamut 10 1281 Bee deci tence 13 1782Be Godtne err 12 48098 ee devex sacri 33 
yhls FP Gamp sean 10 1282A........ decoct...... 13 1783A........ goatee...... 12 4810A 2... debils. eee 32 
LIZB iver ccs gander...... 10 1282B.......: decoyacseen 13 1783B5..--25 gobble...... 12 4810B........ devon arte 32 
S00 fc ee. Gangrene 19 1283A Se. ee dedessee ee 13 ra Bee i ne Creteliogaotase ee 4810C....... ha bit ieenaerer 32 
B02 Fes oes gangue..... 19 1283B 3... deditssereck 13 2118505. ee gobeoreee se: 17 W4810CA....hack........ 36 
S06 esas Galle ees 9 1290A........ deem inner 13 RIGA Sees goblet....... 17 W4810CB hackle...... 36 
808 Fee. Gare caters 19 1290B........ deepaesee 13 Z136At... oe. gobline-eeees 17 4810D........ dewest ene eet 32 
B10 24a ek gdlaksea. ae 19 1291 AS. o. decree. 3 2136B........ gobyaecest il? W4810DA hadingyaaer 36 
ULL scaiocienrie qalaxyevsccs ail 1291 Base. deevisece ee 13 2148A o.oo. 2s gocdrtasss.: 17 W4810DB OWY vamacee 36 
pL teen ce Galaxy lee 22 292A... cc. defly eica. se 13 2148B........ Godly ee ee 17 AS204 |. sn. dextrer...,, 32 
SEZ sneer a. aand yen 34 1Z9Z2B eee. dofluxs nese is: 2218 feces gyrdie. san 17 4820B........ dey. sce sates 32 
B83 i eccruegas demon...... 34 1293A........ COG sas ceecice 13 2218 WC lores gidwit....... 17 4820C........ deye<ci eee gh2 
S84 Ee dampers. 34 1293B........ deignes 2-06 13 2224 eee Qoersne ner. 17, W4820CA dial assieec } 
SES aa coer daiusevers te 4 1400 239.2% 3 gibbet....... 4 AGO nes face gotlefecc sn. 17 W4820CB dialysjc.2.00 36 
BOG ee eco dank une 34 1430 Siesene es ayndasteasces 6 2236B........ Gog seer cer 17 4820D....... Giacidime.ras 32 
BOT cre cen: dant oun etc 34 1431 emcees’ dykeivccs 6 2248A........ goggle...... 17 W4820DA....diana....... 36 


PAGE 46 


Daq Brite 
Lighting. Inc. 
ST. LOUIS, MISSOURI 


Numerical Index 


Cat. No. Code Page Cat. No. Code Page Cat. No. Code Page Cat. No. Code Page 
W4820DB....diaper...... 36 ASTSA>. 22 a haw. «vets 40 C5528B...... dolly. vss sce 23 7218 ee daw... ems. 15 
4830A....... Had{ ea ctee ne Sa 4978AX...... hawk ewe shes 41 S$5528B...... dont sacs 23 1224 eae eniee down .ctcwee 15 
4830B ....... hadjizeeric 32 4978B........ awoke 40 56605. vn ek Ors’ tas: 23 1236 Ar. Gowryice.. ts 15 
4830C ....... hadstaeneetr 32 4978BX...... hawse....... 41 5660 735.. dors tae 24 WEL Josecaocr dowse....... 15 
W4830CA haema...... 36 4980 ase ce. dariis sae 37 5661.5. 20. dorsada ties 23 7248A........ dowve....... 1S 
W4830CB haitee ees 36 U4980........ darkle.. 4 42 5661. oe dsrgadeuase 24 7248B........ GOwy omens 15 
4830D........ Hag vse fost 32 AO8L ccs GOrklyiiw cee SH) 5662.2. 5. 3 ot Gorse ve. eek 23 1318 ene. dowser...... LS 
W4830DA hail Segae, oper. 36 U4981........ darkyeceet 42 5662.0. cre dOTSOaaststere 24 1324 scree LOX Vises ct te sate 15 
W4830DB Hairy Aye etc 36 4982A........ darnel sere 37 5663.05 sae. dorseleemaner 23 1336 Asc. yo, OZ@n;<yeeine 15 
4860A....... hike 32 4982B........ darner...... on 5663.0, vee. dorselleninere 24 7336B........ dozer ca tas. 15 
4860B ....... inclement 82 U4982........ daroga cece. 42 5664.75 cies GOrsim seers 23 7348A........ COZY arse eniee ils: 
4860C........ dibs s <. sven: 32 4983A........ GrOOwee ses on S664 con. sees dorsum..... 24 7348B........ drab. anne 15 
W4860CA halleeaterentele 36 4983B........ dart cere cments 37 567020. dorterineciee 23 14S Se ere drachm..... 15 
W4860CB nalomeneaeet 36 U4983........ darters 42 SG7 lL aeerer ce OLY Aeeeiere 23 CV. Bane ins Graco. setae L5 
4860D........ dicastaseernr 32 4498S Fo erersncte keh? Anuetaae 40 SG72 eee. dosages: 23 7436A........ cLrCucl errata 15 
W4860DA haloid....... 36 AS86530. .2- 0: hazel swe: 40 S673 car acee. COS@s./cve eee’ 3 7436B........ draffeceseas 15 
W4860DB InChIneeetetaterers 36 4987A........ heave. ocereare 40 C5724........ doseljerrece 2S 7448A........ rcifyecneers 15 
4870A........ icingestemets 32 4987AX...... healts seat 4l $5724. ...33.. dogs}; davstionve 23 7448B........ ob fncia tear 15 
4870Bi2 <2. Gickeraseese Sy 4987B........ Heap erecs stevers 40 C5725A...... doOssexeeetenie 23 8224 Wie cen dragqeessnee 20 
4870C........ Cictclaeterecie. 32 4987BX...... head yin ee 4l S5725A...... dosselscae ee 23 8248A........ dragon...... 20 
W4870CA Hames csi 36 4988A........ heals serereterers 40 C5725B...... dotieiirs 23 8248B........ dragoon..... 20 
W4870CB Cidomennctae 36 4988AX...... head pees 41 $5725B...... dostusneuatere 23 8324 Sree sce draile <tr 0) 
4870D........ idler rere SZ 4988B........ hearts teeistere 40 C5726A...... aotagesmere 23 8348A........ drain eee 20 
W4870DA diet viutierere 36 4988BX hecteamcreere 41 S5726A...... dotalte mane 23 8348B........ drdinessenee 20 
W4870DB digas ose 36 4990 ness heath cmerctere 40 C5726B...... dolanterrire. 23 8424......... drakeyec tat 20 
Cty LY: Cn daggersesce. 33 AOO Le ees heave......- 40 S5726B....... dotardanmrrt 23 8448A........ drdmen epee 20 
4875B........ daggle...... 33 4992A........ heaves..... 40 C5727A...... dote™: Sa. 23 8448B........ Gramdancer 20 
4875C ocean. dogqbdiiee 33 4992AX...... hecatewac.. 6 41 S5727A...... dotinge ade 23 8548A........ drank. sere 20 
4875D 30.53 %% aklinienr. 4992B........ hecato ..... 40 C5727B...... cottymenrerterte 23 8548B........ drapet...... 20 
4880A........ dahlerwerem 32 4992BX...... hectores ces Al S5727B...... dotyteemetat 23 8648A drastysesecer 20 
4880B........ dakoon...... Sy 4993A........ heeds. omc: as 40 5773A laste? ous 44 8648B........ drats. 2 20 
4880C........ dcikenemrrirte 32 4993AX...... Heftineeee ste Al B71 SB ecco lati cm eneeces 44 8748A........ draugh 20 
W4880CA Gointyzeereriers 36 4993Biis css heiteraseee 40 5774A........ laskwaeneorte 44 8748B........ Growers 20 
Ww4880CB dairies. 36 4993BX...... heiress veaie 41 5774B 5... cece Lassinase tert: 44 8760A........ dravessecer 43 
4880D Caily ences 32 4995 eee cens heliciysts:« cn. 40 $5824X...... hemplystasieiere 24 8760B........ drawntee ss 43 
W4880DA GIL sieves yes 36 4996 Sone cee. hegirds...e« 40 $5824Z...... hennd.s 24 S770A 3.0242. draysennu ses 43 
W4880DB CISY cree 36 4997A........ helicichaessee 40 $5825AX hepatiemectele 24 8770B........ drazelesseces 43 
4885A........ dakoltacese st 33 4997AX...... Helicon 41 $5825AZ heptwecencrss 24 8800A........ dream. 34 
4885B........ dacoltasesess 33 4997B........ helixvermrceries 40 S$5825BX..... heptad...... 24 8800B dredisne cir. 34 
4885C........ doles tincone 33 4997BX...... helm cscct 41 $5825BZ..... hervouseeuss 24 8800C........ dredge...... 34 
4885D........ dalkveer... 33 4998A........ helo .as.cs 40 $5826AX herbescsaces 24 8800D........ dread sseins. 34 
4890A........ digestecer sie. 33 4998AX...... helotseermenes 4] $5826AZ herdepene 24 8800E........ Cre6:; ele avers 34 
4890B....... hang eecicen ss oo 4998B........ helve: s.3.2.- 40 $5826BX hertintectttes 24 S800Fieos: +s drag axon uk 34 
4890C ....... hank acs aces 33 4998BX...... hem acts ess 41 $5826BZ HOTO's ca gevee 24 8800X........ hick gc. ee « 30 
4890D....... HNAnSE este eters 33 LY 44: Fae She tracer Guifhessckn AS $5827AX Heron seers 24 S801 Sees cs Hider en nc 30 
4895A....... hanker...... 33 5236A guifaweescen 25 $5827AZ h6rs6 2500 oa 24 B80S toe aie hidtus’....s6 30 
BOOS ee nes hape avers ee 33 5236B........ Guillen cess 25 $5827BX hest2 veh scnn 24 BB03 Las. cs aieis hiese sansa 30 
cS | ea haply suet 33 5248A........ Quhres sc tan ao $5827BZ..... how see eeeae 24 880470 cds higgles....5. 30 
4895D....... Hard seas ss 3 5248B........ quibeas ate. 25 S$5828AX..... hOx Gach vec 24 8808 26. .us. billy haces 30 
4960 ee hardyserrentes SL 5324 San citer» « Guidons ier 25 $5828AZ..... hexaverwe ects 24 8808 ne es dreggy...... 31 
U4960........ CAmMpyeclie 42 5336A........ Guilewestird 25 S5828BX..... HICtOS Merete 24 8809 Rs. oe drench...... 

AIG Ty a co els CLO Sats ccleve’s 3 5336B........ guinea...... 25 $5828BZ..... hice en ae 24 8810A........ iil eter tx ote 30 
U4961........ damson..... 42 5348A........ QuISO™ esters 25 C5918 sca. s ladles. -2.r 23 W8810A.....dreng....... 35 
4962A........ harkens SY 5348 Bree eee Guitare eee 25 S5918........ lafetee recon 23 8810B........ nin clearer 30 
4962B........ harem. . «sss <i Ct ae gulavececess ae C5924........ Daft Miccsracelese's 23 W8810B dressvy.b eee. 35 
U4962........ dandee..... 42 5436A........ Quiarsaas ens 25 $5924........ lags gant 23 8810C hindercsi 30 
4963A:....... harletiscsereets Sil 5436B.....-. Guichen 25 C5936B...... lagdneemcier 23 W8810CA dressynececets 35 
4963B........ harpeeaetttecs SY/ 5448A........ guilessaecar st. 25 $5936B...... loccareterent 23 W8810CB Crier se cccctee SS 
U4963........ danid omer 42 5448B........ eit Grace 25 C5948B...... lageneeeener 23 8810D........ hinn yess 30 
ASTON Ao sec harpyae cee 37 C5524........ doessierctreieste $5948B...... laicwtme wee 23 W8810DA driesecec: 35 
149707 ran oe dangle... 2... 42 $5524.60 6.60 off teens care 23 C224 Saas douce....... 20 W8810DB dried .s'a.at 35 
Q971 075.0. 65%: hoart#er cms SW C5525A...... (s Fave NS aoe 23 6248A dough. «ac. 20 8820A........ hippos setae 30 
4971 ices danitemeenm: 42 $5525A...... doffeneemenit: 23 6248B........ doupweetees 20 W8820A drill eerie 35 
4972A........ Haxrcygerriass 37 C5525B...... dogalassmert 23 6324 oS. oo oe we dourseeass oe 20 8820B........ hispid acme 30 
4972B........ No shige 37 $5525B....... dogate...... 23 6348A........ doura 20 W8820B...... drillystrrnies 35 
497250 eo cen dapple...... 42 C5526A...... dogape..... 23 6348B dousesenmccr 20 8820C........ hiss acaeberiees 30 
A973A See ee el haslet Sis. 37 $5526A...... dodges. .nsces 23 6424... cee Gout canes 20 W8820CA Grink’) sees a5 
4973B........ haspeec.s so SH C5526B...... dogged...... 23 6448A........ doves «5s ene 20 W8820CB drip ba 35 
W4973;....... dargiessnnr: 42 $5526B...... dogma...... 23 6448B. dowareenenere 20 8820D hist. te 30 
A975 rere ar. ha stiemeccee 40 C5527A...... Coitent. crc. Ze 6548A........ dowcet...... 20 W8820DA dripple...... 35 
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4977BX...... Hawim steal. 4l S5528A...... doll tiveness 23 G748B occ: dowle. sss... 20 W8830B...... droll vse e. 35 
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8860B........ hone 
8860C........ hoiden.. 
8860D........ hole ere 
8865A........ hokum.. 
8865B........ holloa 
8865C........ holly.... 
8865D 2... holm.... 
S91OM ice drongo.. 
USSlO7 cee lame.... 
SOliee dronte.. 
Usslie lamel... 
8912A........ drony... 
S9I2B ee: drool.... 


Day 


Brite 


Lighting. Inc. 


ST. LOUIS, MISSOURI 


Numerical Index 


Cat. No Code Page 
W8$iZie5.- eee lamidee siecle 42 
S913AN eee... Croop eee eH! 
SSISB Ae e.ca GrOSSYie~ ceelers Si/ 
USsismeasen: limite 2 
892088. drotchiee este 37 
W8920ee--- laddemeaeee 42 
SOA Ses c re Groudeacenmas 37 
W892) ee lanGolseeteres 42 
8922A........ droukeseiaes SY 
8922B........ CLOV Ye eisteiers SH 
U89223-2-22 5 laaichwersnester 42 
8923A........ Grow-reneen.: Sy! 
8923B........ drovers... 37 
USSZsie ese land!Se eee 42 
89302056. drudgessrerr SY 
U8930....... ladede.. acs 42 
B93 1a Crug etieeeies S57 
U89315....-2- land eet 42 
8932A fre Griumecrmtestrs 37 
893Z2B > eas Grupa lesen 37 
U8932°..... lanes 42 
8933A........ drupes....s Sy! 
S933 Beene dry Aeon: Sy 
U8933........ lang scmieeer 42 
89502... oc. duvito merrier 38 
SOS Lie eee Guadha scene 38 
8952A........ Ciuc sevens 38 
8952AX...... drythernrcicen. 39 


Cat. No. Code 

S9S2ZB eeu s ee Cucanimereee 
8952BX...... Gubsgssee wee 
S9SSANe. noe CuCl ehteet 
8953AX...... GuceS tenet 
8953B........ Ud re cuter 
8953BX...... duckiacceeee 
8955.0.2 ee Gudea 
89563. cee. Guctonencene 
8957A........ Guchoneeere 
8957AX...... duel aaa eee 
8957B........ Guetanseeere 
8957BX...... duffesscs seer 
8958A........ cluffilecem ear 
8958AX...... duffersiccrtere 
8958B........ UGOULSee ee 
8958BX...... Gukeseeenier 
8960......... dulcin 

8961 08-5 = Cli Cleterieteners 
8962A........ dulyianccder 
8962AX...... dum peers 
8962B........ Chbbiin sooo auc 
8962BX...... Guncheseeeen 
8963A........ dunges sees 
8963AX...... duneseneeete 
8963B........ Guntereinin 
8963BX...... dues tose: 
8965.25...-.. duomonneiene 


Cat. No Code Page 
8966:.4. 5.05 duperseceer 38 
S9G7AS. se: duplesreemer 38 
8967AX...... Aur. 39 
8967B........ dupper...... 38 
8967BX...... ures eee 9 
8968A........ durene...... 38 
8968AX...... duresssccesee 39 
8968B........ durgaeene 38 
8968BX...... Guricn= irre 39 
9218 eer ene Guring weer 1S 
9224 ose ee Culrityeme rene iS 
9236A........ GUIOL Ae eee LS 
9236B........ Urn seer 15 
9248A........ GurOUS see US 
9248B........ CGurstaceceees is: 
931855 Seen GUITClee aes 15 
9324 eee. dusack...... iis 
9336A........ Gushsenerote 15 
S336 Beaee see Guskvacteiee is 
9348A........ Guichsenmess 15 
9348B........ dutledenescer 5 
O4IS Sree dixeceerenn 15 
9424 ree duvete ene 15 
9436A........ awalemesee: 15 
9436B........ Gwalmnneee 15 
9448A....... Gwine seen 15 
9448B........ Gwelta.cecat 15 


Day-Brite Fixtures are Approved by the Underwriters’ Laboratories 
Union Wired and Union Fabricated 


Our Engineering Department is At Your Service 


PAGE 48 


In this catalog you will find listings of all standard 
Fluorescent lamp fixtures manufactured by Day- 
Brite. These fixtures have many and varied appli- 
cations which will suggest themselves to you as your 
experience with the use of fluorescent lighting grows. 


However, we realize that there will be many instances 
when you will have a particular lighting problem 
which will demand something special for its solu- 
tion. In such cases, we offer you the experience of 
our competent staff of designers and engineers. 


Let us know what your requirements are and we will 
do our best to provide the most practical solution. 
Do not hesitate to call upon us for this service... 
there is no obligation on your part. 
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